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PREFFACE. 

^ The importance of having at command a bill of prices,, 
in which the various descriptions of Carpenter's work are 
fully described, and a relative standard of charges given, 
has long been felt by both emp'oyers and contractors.— 
This volume, compiled and revised to fully meet the de¬ 
mands of this region, it isbelieved, will supply what is so 
much needed. 

I' It is not expected that these prices will be adhered to— 
they a-e given only as a standard, and to show the relative 
value of one kind of work to another. The contractor may 
fix his own rate of charges, by the bill—for instance he 
may take contracts at 50, 60, or 75 per cent, on the bill, 
according to the prevailing rate of charges for the season 
or the locality. Disputed bills may, also, be adjusted by 
making them conform to the bill, at the rate per cent, usu¬ 
al for the season and locality. » 


AGREEMENT. 

,f Muscatine, Oct. 31st. 1851. 
f 'At a meeting of the Carpenters and Joiners of the City 
of Muscatine and vicinity, Iowa, held on the aboye date, it 
was unanimously agreed to adopt the following Bill of 
Prices, as a standard"of charges for work in this City and 
vicinity. (Signed,) 

A. F. HOFFMEYER, E. W. DAYMAN, 

B. F. LOW, S. R. BURR, 

-S. B. HILL, T. A. AEUEYS. 

D. II. LOWER, ^ W. GORDON, 

J. S. LAKIN, S. IIALt-, 

- J. P. WALTON, ■ R. CADLE, 

J. T. B. MARTIN, J. HELLER, 

, G. W. MARTIN, J. KINGSBURY, 

-G. D. MAGOON . J. J. IIOOPES, 

J.C. IRWIN, ' L. C. H1NE, v 

H. II. HINK, - P. STINE, 

T. T. SCOFIELD, i, ‘ C. A. BUSCHER, ” 

M. GODDARD, - R. H. IIOOPES, 


0 A lr^ J d (H 






CARPEXTERS AXD JOIXERS 


BOOK OF PRICES. 


FRAMING JOIST. 


6 or 8 in. 

deep, 16 in. opart, 

per square, 

$1 12 

6 or 8 in. 


14 in. ‘ 



1 20 

6 or 8 in. 


13 in. ‘ 



1 27 

6 or 8 iu. 


12 in. * 



1 34 

6 or 8 in. 


11 in. 



1 44 

6 or 8 in. 


10 in. ‘ 


C 

1 52 

6' or 8 in. 


9 in. ‘ 


c 

1 65 

6 oi 8 in. 


8 in. ‘ 


t 

1 75 

6 or 8 in. 


7 in. * 

( 


1 96 

6 or 6 in. 


6 in. ‘ 

( 


2 16 

9 in. 


16 in. ‘ . 



1 30 

9 in. 


14 in. • 



1 37} 

9 in. 


13 in. 1 



1 44 

9 in. 


12 in. ‘ 



1 54 

9 in. 


11 in. ‘ 



1 65 

9 in. 


10 in. ‘ 



1 75 

9 in. 


9 in. « 



1 88 

9 in. 


8 in. ‘ 



2 04 

9 in. 


7 in. ‘ 



2 26 

9 in. 


6 in. ‘ 



2 47 

10 in. 


16 in. ‘ . 



1 37} 

*10 in. 


14 in. * 



1 43| 

10 in. 


13 in. ‘ 



1 50 

10 in. 


12 in. * 



1 60 

10 in. 


11 in. ( 



1 70 



















BOOK OF PAICZS 


13 in. deep 

7 in. 

apart per square. 

3 

13 in. ‘ 

6 in. 




3 

14 in. ‘ 

16 in. 




2 

14 in. ‘ 

14 in. 




2 

14 in. ‘ 

13 in. 




2 

14 in. ( 

12 in. 




2 

14 in. ‘ 

11 in. 




2 

14 in. ‘ 

10 in. 




2 

14 in. ‘ 

9 in. 




3 

14 in. « 

8 in. 




3 

14 in. * 

7 im 




3 

14 in. ‘ 

6 in. 




4 

15 in. « 

16 in. 




2 

15 in. ‘ 

14 in. 




2 

15 in. ‘ 

13 in. 




2 

15 in. ‘ 

12 in. 




2 

15 in. ‘ 

11 in. 




2 

15 in. ‘ 

10 in. 




3 

15 in. ‘ 

9 in. 




3 

15 in. ‘ 

8 in. 




3 

15 in. ‘ 

7 in. 




3 

15 in. ‘ 

6 in. 




4 

16 in. ‘ 

16'in. 




2 

16 in. ‘ 

14 in. 




2 

16 in. ‘ 

13 in. 




2 

16 in. { 

12 in. 




3 

16 in. ‘ 

11 in. 




3 

16 in. * 

10 in. 




3 

16 in. ‘ 

9 in. 




3 

16 in. ‘ 

8 in. 




4 

16 in. ‘ 

7 in. 




4 

16 in. ‘ 

6 in. 




5 

17 in. ‘ 

16 in. 




2 

17 in. « 

14 in. 




3 


5 

51 

88 

! 06 

25 

37 

52 

70 

85 

09 

33 

69 

05 

27 

43 

57 

73 

92i 

09 

34 

61 

99; 

50 

62* 

8H 

961 

13 V 

371 

56{ 

861 

161 

61] 

061 

80 

00 









carpekter’s 


17 in. deep, 13 in. 

apar 

17 in. ‘ 

12 in. 

17 in. « 

H in. 


17 in. ‘ 

10 in. 


17 in. « 

9 in, 


17 in. « 

8 in. 


17 in. ‘ 

7 in. 


17 in. ‘ 

6 in. 


18 in. { 

16 in. 


18 in. ‘ 

14 in. 


18 in. ‘ 

13 in. 


18 in. ‘ 

12 in. 


18 in. ‘ 

11 in. 


18 in. « 

10 in. 


18 in. • 

9 in, 


18 in. ‘ 

8 in. 


18 in. ‘ 

7 in. 


18 in. * 

6 in. 


19 in. ‘ 

16 in. 


19 in. « 

14 in. 


19 in. c 

13 in. 


19 in. ‘ 

12 in. 


19 in. « 

11 in. 


19 in. ‘ 

10 in. 


19 in. ‘ 

9 in. 


19 in. ‘ 

8 in. 


19 in. ‘ 

7 in. 


19 in. * 

6 in. 


20 in. ‘ 

16 in. 


20 in. ‘ 

14 in, 


20 in. ‘ 

13 in. 


20 in. « 

12 in. 


2( in. ‘ 

11 in. 



per square, 3 16 

‘ ‘ 3 36 

‘ ‘ 3 60 

‘ ‘ 3 80 

‘ 4 12 

‘ ‘ 4 44 

* ‘ 4 92 

‘ * 5 40 

' ‘ 3 15 

‘ ‘ 3 371 

‘ ‘ 3 551 

« ‘ 3 78 

‘ ‘ 4 05 

5 ‘ 4 271 

‘ ‘ 4 631 

‘ ‘ 4 991 

£ ‘ 5 531 

‘ ‘ 6 07 

‘ ‘ 3 50 

‘ ‘ 3 75 

1 ‘ 3 95 

‘ ‘ 4 20 

‘ « 4 50 

‘ 4 75 

‘ ‘ 5 15 

‘ ' 5 55 

' ‘ 6 15 

‘ ‘ 6 75 

1 ‘ 4 20 

‘ ‘ 4 50 

1 ' 4 74 

* ‘ 5 04 

* * 5 40 











BOOK OF PRICES 

7 

20 in. 

deep 10 in. apart, per square. 

5 70 

20 in, 

‘ 9 in. ‘ 

6 18 

20 in. 

* 8 in. ‘ ‘ 4 

6 66 

20 in. 

‘ 7 in. * < < 

7 38 

20 in. 

‘ 6 in. ‘ ‘ ‘ 

8 10 


CAMBERING JOISTS. 


16 inches apart, per square, 

- 35 

14 ‘ 

1 1 1 . > 

37* 

13 * 

« i t „ 

- 39* 

12 ‘ 

< * « 

42 

11 « 

< < < 

- 45 

10 ‘ 

« ‘ « 

47* 

9 ‘ 

ttf 

- 51* 

8 « 

* ‘ ‘ 

55* 

7 « 

< < < 

-61* 

6 ‘ 

‘ « ‘ 

70 


If Joists are taken to a width, add same as 
for Cumbering. 

If Joists are hemlock, oak, or other hard 
wood, add 1 to the price of' Joist. 

If Joist are further than 16 inches apart, 
and up to 2 feet apart, deduct for 
every inch further apart, per square, 2 

If Joist are further than 2 feet apart, take 
them lineal. 

Floors of Joists above the 3d tier, add, 
per square, 1-6. 

Joints framed both ends into Trimmers or 
Girders, add for that part, per square, g. 

Short Joist in entry, not framed per loot 

lineal. 3 







.rpenteb’s 


> 


Short Joist in entry, framed, one end, per 
foot lineal. 

Short Joist in entry, framed both ends, per 
foot lineal. 

Short Joist for entry, straightened, add, per 
foot, 

Short J oist for entry, widthed, add, per 
foot lineal, 

Joist framed or gained one end into Girder 
in church galleries, 12 feet long and un¬ 
der, per foot lineal, 

If over 12 feet long, 

Planing lower edge of Joist, per foot lineal, 

Joist cornered on both corners of lower 
edge, add, per foot lineal, to the price of 
planing, 

Pinning Joist, 12 inches deep and under, per 
foot lineal, 

Pinning Joist deeper than 12 inches, per 
foot lineal, 

Bridging Joist 11 inches apart and wider, 
per foot lineal, 

Bridging Joist 6 inches apart and up to 10 
inches, per foot lineal, 

Cross Bridging 11 inches apart and upwards 
per foot lineal, 

Cross Bridging 6 inches apart up to 10 
inches apart, per foot lineal, 

Bridging of scantling dovetailed or gained 
into top edges of Joist, 11 inches apart 
and upwards, per foot lineal, 

Bridging of scantling dovetailed or gained in¬ 
to top edge of Joist, 6 inches apart up 
to 10 inches apart, per foot lineal, 


4 


i 

6 

5 


1 


7 

10 

14 

10 

14 





BOOK OF PRICES 


If Joist are hemlock, oak or other hard wood 
add*. 

If floors of Joist are on inclined plane, add 
per square, i. 

If Joist are cut beveling, left to the judg¬ 
ment of the measurer. 

TRIMMERS. 

Single trimmers, framed for single Tennon, 
16 inches apart, per foot lineal, 

For every inch closer than 16 inches, add, 
per foot lineal, 

Single Trimmer framed for double Tennon, 
2 prices of Trimmer framed for single 
Tennon. 

If Trimmer is single tusk, add, per foot lin¬ 
eal, 

If Trimmer is double tusk, add, per foot lin¬ 
eal, 

If Tusked both sides, charge double. 

Double trimmer framed for single Tennon, 
16 inches apart, per foot lineal, 

For every inch closer than 16 inches, add, 
per foot lineal, 

Double Trimmer framed for double Tennon, 
2 prices of double Trimmer framed for 
single Tennon. 

If Trimmers are pinned together, charge 
same as for pinning Joist. 

Trimmers of timber 4 or 6 inches thick, 
charge same price as double Trimmer, 
exclusive of the price of pinning Joist. 

If hemlock, oak or other hard wood, add i 





10 


c arpenter’s 
GIRDERS. 


Girders 8 in, deep and under, not framed and 

and rough, per foot lineal, 12 

Girders 9 inches deep, per foot lineal, 14 

For every inch larger each way, add per 

foot lineal, 2 

Girders framed one side fcr Joist, single 

tennon, 14 in. apart, per l oot lineal, 12 

Girders framed one side for Joist, single ten¬ 
non, 16 in. apart per foot lineal, 11 

Girders framed one side for Joist, single 

tennon, 18 in. apart, per foot lineal, 10 

Girders framed one side for Joist, single ten¬ 
non, 20 in. apart, per foot lineal, 9 

For every inch closer than 14 inches, add 

per foot lineal, 1 

Girders framed for double tennon, 2 prices 
of Girders trained for single tennon. 

Girders trained both sides, charge double. 

Girders, single tusked, per foot lineal, 2 

Girders, double tusked, per foot lineal, 6 

Girders tusked both sides, charge double. 

For hoisting in the secoud tier, add per foot 

lineal, 2 

For hoisting in the 3rd tier, add per foot 

lineal, 3£ 

For hoisting in the 4tli tier, add per foot lin¬ 
eal, 5 

Planing Girders 8 inches square each side, 

per lineal foot, 1J 

Planing Girders 9 inches square each side, 


2 





BOOK OF PRICES 11 

For every 4 inches larger, add per foot 

lineal, 1 

Counter hewing Girders 8 in. square for 

each side per loot lineal, l£ 

For every 3 in. larger, add per foot lineal, , $ 

Trussing Girders, per loot lineal, 30 

Trussing and Bolted, add, per foot lineal, 12J 

Posts under Girders, 8 in. square, per foot 

lineal, 10 

For every incli larger each way, add per 

foot lineal, i 

For planing aud counter hewing, charge as 
in Girders. 

Caps on Posts, beveled at ends, and corner*' 
ed and planed, 8 inches square, per 
foot lineal, 30 

For every inch larger each way, add per 

foot lineal, 1 

Caps worked in ogee form 8 inches square, 

per foot lineal, 50 

For every inch larger each way, add per foot 

lineal, 2 

Girders gained with single gain, 14 inches 

apart, per foot lineal, 8 

Girders gained with single gain, 16 inches 

apart, per foot lineal, 7 

Girders gained with single gain, 18 inches 

apart, per foot lineal, 6 

Girders gained witli single gain, 20 inches 

apart per loot lineal, 5 

For every inch closer than 14 inches apart, 

add per foot lineal, 1 

Girders gained both sides, charge double. 





12 CARPEVTEft’s 

Girders doable gained, 14 inches apart, per 
foot lineal, 

Girders double gained, 16 inches apart, per 
foot lineal, 

Girders double gained, 18 inches apart, per 
foot lineal, 

Girders double gained, 20 inches apart, per 
foot lineal, 

For every inch closer than 14 inches, add 
per foot lineal, 

If gained both sides, charge double. 

Girders for church galleries charge same 
price as other Girders of same descrip¬ 
tion. 

If Girders are of oak or other hard wood, 
add k to the price of Girder and add $ 
to the price of planing. 

WALL PLATES. 

Wall plates, of boards, per foot lineal, 

Do. of joist, 3 in. thick, 8 to 12 in. 
wide, per foot lineal, 

Wall plates, of timber, 4 by 8 inches, per 
foot lineal, 

Wall plates, of timber 4 by 12 inches, per 
foot lineal, 

Hoisting Wall plates, 4 by 8 inches, above 
the 2nd story, for each story add per 
foot lineal, 

Bond Timbers, per foot lineal, 

Wall plates framed at angles, charge for 
each angle, 

If wall plates are larger tnan 4 by 8 in., 
charge for hoisting as in Girders. 


12 

11 

10 

9 

H 

1 

3 

5 

6 

1 

3 

25 






BOOK OF PRICES 13 

LINTALS. 

Lintals of Scantling.3 by 4 in., each, 18 

Do of Joist, 3 by 8 in., each, 20 

Do of Timber 4 by 6 in. each, 25 

Do of do 8 by 8 in. each, 50 

Do of Cellar Door, of pine, planed, each, 1 00 

Lintals for Cellar Door, of locust, planed 

and champhered, 1 50 

Lintals of oak or other hard wood, add 1-4 
Do planed, add 1-3. 

Do framed or gained, add as in Trim¬ 
mers or Girders. 


GALLOWS FRAME. 

Posts and Plates framed, 4 by 6 in,, per foot 

lineal, 7 

Plates framed for Joist, charge as in trim¬ 
mers. 

Braces of 3 by 4 inch Scantling, per foot 

lineal, 7 

Braces of Timber, 4 by 6 inches, per foot 

lineal, 9 

Posts and plates, 6 by 8 inches framed, per 

foot lineal, 8 

Joist in Gallows Frame, 6 or 8 in. deep per 

foot lineal, 4 

Joist in Gallows Frame, 9or 12 in. deep, per 

foot lineal, 5 

Joist framed both ends, 6 or 8 in. deep, 7 

Joist do do 9 or 12 in, deep, 8 

Joist do do 9 or 12 in. deep, 

double tennoned, 9 






14 carpenter’s 

Purlins of Joist laid both ends on wall, 

per foot lineal, 5 

Do of two Joist pinned together, do. 15 

Do framed for Joist, add for same as in 
framing Trimmers. 

If oak or other hard wood add R 
Purlins of timber, 5 by 12 inches and un¬ 
der, per foot lineal, 13 

Hoisting Purlins, 5 by 12 inches, add as in 
Girders. 

RAFTERS TO COMMON HOUSES. 


Rafters of 3 by 4 scantling, 3 feet apart, 

per square, 1 00 

Rafters of 3 by 4 scantling, 2 feet apart, do., 1 20 
Rafters of 3 by 4 scantling, 18 inches apart, 

per square, 1 37J 

Rafters ot 3 by 4 scantling, 12 inches apart, 

per square, 2 00 

Rafters in 2 or more lengths, from 10 to 16 
feet long, notched on plates on purlins 
at both ends, 2 feet apart per square, 2 00 
Do. do. 18 in. “ “ “ 2 50 

Do. do. 12 in. “ “ “ 3 00 

Rafters framed with collar beams let in or 

morticed, ^ feet apart, per square, 1 75 

Rafters framed witli collar beams let in or 

morticed, 18 inches apart, per square, 2 CO 
Rafters framed with collar beams let in or 

morticed, 16 inches apart, per square, 2 20 
Rafters framed with collar beams let in or 

morticed, 12 inches apart, per square, 2 75 
Short Rafters of 3 by 4 in. scantling, on 2 

story houses, per foot lineal, 3 





BOOK OF PRICES 15 

Short Rafters on 3 or 4 story houses, per 

foot lineal, 4 

Hip Rafters, backed, 4 by 8 inches per foot 

lineal, 25 

Valley Rafters, 4 by 8 inches, per foot 

lineal, 25 


Jack Rafters, to principal rafters, same price 
as rafters notched to Purlins. 

Jack Rafters framed both ends into Purlins 
add i 

Rafters above the 2nd story, add for each 

story, per square, 12i 

If oak or ether hard wood, add £ 

If Hip or Valley ratters are larger than 4 
by 8 inches, tor every inch larger each 
way, add per foot lineal, l 

Hoisting Hip and Valley Rafters, larger 
than 4 by 8 in., charged as in Girders, 

PRINCIPAL RAFTERS. 


Framing Principal Ratters with Principals 
and Purlins, iving Posts and Braces of 
Timber, 5 by 9 inches, per square 5 00 
Framing Principal Rafters, of timber, 6 by 

10 inches. 6 00 

Framing Principal Rafters with King and 

Queen Posts and Braces, per square, 7 50 
Framing Principal Rollers with King and 
Queen Posts and Braces, and with 
spur beam, per square, 9 00 

_ For every inch larger each way than 6 by > 

10 inches the Rafters and King and 
Queen Posts are, add, per square, 1 50 





16 


carpe.nter’s 


That is, if they are 7 by 11 in., the meas¬ 
urer shall add, per square, 3 00 

Purlins framed both ends into Principal Raf¬ 
ters, 4 by 6 inches, per foot lineal, 13 

Purlins 6 by 10 inches, per foot lineal, 15 

Do framed for Jack Rafters, add as 
in Girders. 

Braces framed into Purlins at one end and 
into Principal Rafters at the other, 4 by 
6 inches, per foot lineal, 13 

Braces, 6 by 10 inches, per foot lineal. 15 

Rasing Plates to Principal Rafters, 4 by 6 

inches, per foot lineal, 10 

Raising plates to Principal Rafters, 6 by 10 

inches per foot lineal, 13 


Spur Beams framed for Joist, charge as in 
Girders. 

Floors of Joist framed into Spur Beams, 
charge same as Joist framed into Gird¬ 
ers. 

The above timber is supposed to be pine or 
poplar, if oak or other hard wood, 
add h 

Raising Principal Rafters, charge for the 
time spent thereat 

CUPOLAS AND STEEPLES. 

Framing Cupolas, square, Posts and Plates, 

4 by 6 inches, per square, 3 12 

Framing Cupola, octagon, two prices. 

Do do circular, four prices. 

Cornice to Cupolas, charge 1£ price of Cor¬ 
nices to houses, 





BOOK OF PRICES 


17 


Cornices to octagon, two prices of do. to 
houses. 

Circular Cornices, three prices of straight 
to houses. 

Allow 1 loot for external and internal mitres 
before the girt is taken, in those Cor- 
\ nices. 

Weatherboarding, two prices of do. on 
houses. 

Decking on Cupolas grooved and planed to 
thickness of(J in. courses, per loot su¬ 


perficial, 10 

Decking in two thicknesses,"charge two 
prices. 

If Joints are white-leaded, add per foot su¬ 
perficial, 5 

Hip Joist to do ,per foot lineal, 20 

Grounds to Pilasters, 8 inches .vide, per foot 

lineal, 12 

For every inch wider, add per foot lineal, 1 

Circular Grounds, 3 prices of straight. 

Plain Pilasters, 5 in. wide* per foot lineal, 20 

For every inch wider, add per foot lineal, 3 

For every J thicker than li inch, add per 

loot lineal 1 

Open Pilasters 5 inches wide with reeds or 

flints, per foot lineal, 25 

For every inch wider, add per foot lineal, 3 

For every & thicker than li inches, add 1 

Caps to pilslers composed of one moulding 

each, ,1 00 

Caps with two members and facia, each, 2 06 






in 


Caps to Antse, in Dorick style, per foot 
lineal, 

Caps to Antae, after the Ionic, per foot lin- 

'eal, 70 

Allow 1 foot for each mitre in Caps. 

Plinths to Pilasters, each, 50 

Do, with sub plinth, 75 

Do. w ith do. and moulding, 1 00 
Plain Plinth to Antae, each, 1 00 

Do. with sub plinth, 1 50 

Do. with do. and moulding, 2 00 
Spire part of Cupola, plain, with battons, 
screwed on inside of do., per foot su¬ 
perficial, 25 

Spire part of Cupola, to form flat panel, per 

foot superficial, 50 

Spire part of Cupola, to form flat panel, with 

moulding, 55 

z Shingling ou Cupola, two prices of Shing¬ 
ling on houses. 

Shingling octagon, 3 prices. 

Charge Shingling Hips, per foot lineal, 37J 

Circular Shingling, 4 prices. 

Circular Circular Shingling, 9 prices. 

FRAMING SMALL HOUSES, 12 by 20 FEET 
AND LESS, ONE STORY HIGH. 

Posts 4 by 6 in., Plates 4 by 4 in., Sills 6 

by 6 in., Studs 3 feet apart per square, 1 38 
Do. with Studs 2 feet apart, per square, 150 

Do. 18 in. apart, “ “ 1 75; 

If Studs arcclqsor, add in proportion, 





BOOK OF PRICES 


1&1 


f Sills are framed or pained, charge for 
that part as in Girders. 

If oak or other hard wood, add J. 

If Posts, Plates and Sills are hard wood, 
add J. 

If Studs are of hard wood, add 

FRAMING COMMON DWELLING HOUSES 

Posts, Plates and Tics, of timber. 4 by 6 
inches, and Sills to do, 8 by 10 inches, 
with Braces of Scantling 3 by 4 inches, 
and Studs 3 by 4 inches, framed 2 feet 


6 inches apart, per square, 

1 624 

Do. 2 leet apart “ “ 

Do. 18 in. “ “ “ 

1 811 

2 00 

Do. 16“ “ 

^ 124 

Do, 12 “ •' “ 

" 811 

For every inch larger on Posts, add 

per 

square, 

25 

For every inch larger on Studs, add 

per 

square, 

124 


If Posts, Plates, Ties Sills and Studs are of 
hard wood, add 


If Posts, Plates, Ties and Sills only are of 
hard wood add £. 

If Studs only are of hard wood, add J. 

If Sills are framed or gained for Joist, 
charge for that part per foot lineal as 
in Girders. 

If Plates are framed for Joist, charge for 
that part per foot lineal, as in Girders. 





20 carpenter's 

FRAMING BARNS, WAREHOUSES AND 
OTHER BUILDINGS, WITH LARGE 
TIMBER. 

Posts, Plates and Ties, of timber, 6 by 8 
inches, and Sills 8 by 10 inches, with 
Studs framed of Scantling 3 by 4 inches 
and 2 feet apart, and Posts 14 feet apart, 
per square, 

If Studs are framed closer than 2 feet apart 
add as in Dwelling Houses. 

For every inch posts are larger, add per 
square, 

For every foot Posts are closer than 14 feet, 
add per square, 

Beams in do., charge per foot lineal, as in 
Girders. 

If Sjfls or Beams are framed for Joist, 
charge for that part per foot lineal, as 
in Girders. 

HOUSES FRAMED WITHOUT STUDS FOR 
UPRIGHT BOARDING. 

Posts, Plates and Ties of timber. 4 by 6 

inches, per foot lineal, 4 

Posts, Plates and Ties of timber, 6 by 8 

inches, per foot lineal, 5 

If larger, add in the same proportion. 

Sills, charge as in Girders of same size and 
description. 

Braces of 3 by 4 inch Scantling, per foot 
lineal, 


2 00 

25 

37} 


10 
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Scantling framed at both ends into Posts, 
horizontally, per foot lineal, 

All the timbers ir. those houses are to be 
sawed—if hewed or counter-hewed, 
charge accordingly. 

Posts, Plates and Ties inside of Smoke-hou¬ 
ses, 6 by 8 inches, per foot lineal, 12 

If of oak or other hard wood, add 
If planed, add as in Girders. 

Oak slats per foot lineal, 1 

Do. got out by Carpenter, charge 
extra. 

Bearers for hooks of scantling, per foot li¬ 
neal, " * 1 


SHEATHING AND SHINGLING. 


Sheathing: and Shingling 7 in, courses, per 
square, 

Do. 6} inch courses, per square, 

Do, 6 ‘ ‘ 41 

Do. 51 4 4 

Do. 5 4 ‘ 44 

Do. \\ - 4 4 

Do. 4 ‘ 4 4 4 

Do. 3* ‘ 44 

Do. 3 44 

Ripping off shingles and Shingling again, 
charge the same as new Sheathing and 
Shingling. 

If new Sheathing is put on, charge 1-5 
more than new Sheathing and Shingling 
of same kind. 


2 50 

2 75 

3 00 
3 25 
3 50 

3 75 

4 00 

4 SO 

5 00 






22 


CARPENTER S 


Scaffolding and altering old Sheathings in 
re-shingling houses, charge for time 
spent thereat. 

Shingling Valleys, without tin or copper, 

per foot lineal, 40 

Shingling valleys, on tin or copper, per foot 

lineal, 30 

Shingling Hips, per foot lineal, 25 

Octagon Shingling, add 
Hip Shingling on octagon, 4J inch courses, 

per foot lineal, 25 

Circular Shingling, 3 prices. 

Circular Circular Shingling, 6 prices, 

Shingling on top of tin or copper gutters, 
and on do. behind chimneys and trap¬ 
doors, &c., per foot lineal, 12& 

Cant Boards, plain, per foot lineal, 3 

$>o. grooved, “ 4 

Saddle hoards, rough and single, per foot 

lineal, 2 

Saddle boards, planed and single, per foot 

lineal, 3 

Saddle boards, double, 2 prices. 

Shingling on tin or copper gutters, with 
strip on roof to form gutter on root, all 
included, per foot lineal, 20 

If Shingling on Hip or Valley is less than 

4| inch courses, add per loot lineal, 6 

PRIVIES AND SIMILAR SMALL HOUSES. 

Plates and Sills, not framed for Studs, but 
framed at angles, of Scantling 3 by 4 
inches, per foot lineal, 4 
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Plates framed and planed, per foot lineal, 6 

Posts, Plates, Sills and Studs framed, per 

foot lineal. 4 

Joist and Rafters, per foot lineal, 4 

Shingling to do, add h to the price of com¬ 
mon houses. 

Barge Boards, rough, per foot lineal, 4 

Do. planed, “ “ “ 5 

Do. do. and beaded, per foot 
lineal, • 6 

Cant and Saddle Boards, charge as in other 
houses. 

Boarding, rough and upright, per square, 1 50 
Do. do. and jointed, ‘ ‘ 1 75 

Do. do, and grooved, ‘ 1 2 50 

Do. quartered to 8 in., add, ‘ 50 

Do. planed one side, add, ‘ 1 00 

Do* do. both sides, add ‘ • 2 00 

Horizontal weatherboards, of thin stuff per 

square, 1 50 

Horizontal Weatherboards, of thin stuffs, 

jointed, per square, 2 00 

Horizontal Weatherboards, jointed, if quar¬ 
tered to 8 inches, add, per square, 1 CO 

Horizontal Weatherboards, jointed and plan¬ 
ed one side, add, per square. 1 00 

For every inch narrower than 8 inehes, add 

per square, 50 

If this last described Weatherboard is rab- . 

betted, add, per square, 50 

Sqdare Curbs to Vaults, under ground 
charge same price as work above 
ground. 
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Floors in do., rough, per foot superficial, 4 

Do. do., jointed, “ “ 4} 

Do. do. do. and grooved, per 
loot superficial, 5 

Floors in Privies, jointed, grooved and plan¬ 
ed, per loot superficial, 6 

Floors in Privies, jointed, grooved, planed 

and quartered, per loot superficial, 8 

For every inch less than 8 in add, per 

fool superficial, • 1 

Seats and Risers, of inch boards, planed, 

per foot superficial, 8 

If the seal is thicirer than 1} inches, add for 

every 4, per foot superficial, 1 

If seats are of cherry, add }, 

Holes in seats, each, 25 

Do. do. cut oval, each, 50 

Do. do. common kind, each, 18| 

Do. d(l. of cherry, add}. 

Cutting holes in seats of thick stuff, add }. 

Backs to seats, framed bead and butts panel, 

per foot superficial. 35 

Backs to seats, framed bead and flush, per 

foot superficial. 40 

Backs of cherry, add }. 

Hanging stiles on seals beaded, per foot lin¬ 
eal! 6} 

Hanging stiles on seats, framed, per foot 

lineal, 9 

Lids to seats, clamps nailed on I o ends, each, 62.} 

Lids to seats, damps Iramed on to ends, each, 87} 

If framed Lids are thicker than 1|, add for 

every 4, 3 
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If cherry, add h 

Hanging sliles of cherry, add >}. 

Corner Boards, rough, per loot lineal, 2 

Do. do. jointed, “ “ 3 

Do. do. planed, “ “ 5 

Do. do. do. of 2 inch stuff, 

per foot lineal, 6 

Corner Boards, planed, of 2 inch stulf, rab¬ 
beted, per foot lineal, 8 

Base in Privies, add \ to the price of do. 
in Dwelling Houses. 

Circular Rims lor curbing vaults, to do 
of white pine 1 inch thick in 2 thick¬ 
nesses, per fool lineal, 10 

Circular Bi ns lor curbing vaults, 2 inch 

plank in 2 thicknesses, per foot lineal, 20 

Covering to do of white pine boards, per 

foot superficial, 2 

Covering of plank, per foot superficial, 3 

Covering of yellow pine boards, per foot su¬ 
perficial, 3 

GUTTERS, LEADERS, &c. 

Gutters of boards, in 2 pieces, rough, per 

foot lineal, 4 

Gutters of boards, grooved, per foot lineal 6 

Do. do. do. and planed per 

foot lineal, 10 

Gutters of boards in 3 pieces, rough, per 

foot lineal, 6 

Gutters of hoards in 3 pieces, grooved, per 

foot lineal, 8 

Gutters planed 1 side, 10 
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Do. “ both sides, 12 

Gutters of scantling, 4 by 6 in. and less, 

per foot lineal, 12 

Gutters of scantling, 4 by 6 in. and less, 

planed, per foot lineal, 16 

Gutters with ovalo moulding or champered, 

per foot lineal, 25 

Gutters with do, 4 by 8 inches, per fool 

lineal, 31 

Leaders or down spouts rouglt, in 4 pieces, 

per foot lineal, 14 

Leaders, grooved, 16 

Do. planed all round, 20 

Do. rounded, 25 

Charge for each break or knee in do., the 
price of 2 feet of similar kind. 

Shoes to do., each, . 37>} 

Cases for tin spouts, with plain cap and 

shoe to do., each, 1 12 

Cases with cap moulded, 1 50 

Eave pipes in gutters, each, 50 

CORNICES IN ROOMS. 

Cornice in rooms with cove moulding or 
ovalo and facia, 5 or 6 inches wide, per 
foot lineal, 18 

Cornice with crown mould and bed mould 

and facia, per foot superficial, 27 

Cornice with denial or fret bed mould, per 

foot superficial, 38 

Cornice with Roman dental, per ft. sup. 45 
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Add for plain modillion, per ft. superficial, 18$ 
Add for modillions with sides sunk, per ft. 

superficial, 25 

Add for modillions, eyed, with sides sunk, 

per foot superficial, 30 

Add lor coved soffitt, 20 

Add for bevelled do. 10 

Add for square drip on front, 5 


CORNICES TO EAVE OF HOUSES. 


Plain cornice, with cove or ovalo bed mould 

and facia, per foot superficial, 50 

Plain cornice, with ogee or Grecian ovalo 

and bed mould, per foot, superficial, 55 

Plain cornice, with crown mould ■worked 
after Ionic or Doric style, with plain 
bed moulding, per foot, superficial, 60 

If facia is opened, add per ft. superficial, 2 

If square drop to front edge of cornice, add, 5 

If soffitt is blocked down, in Doric style, add, 10 
If soffitt is covered and blocked down, add 15 
If cornice have no facia, add one-fourth. 

If architrave moulding on facias, price them 
as other similar mouldings. 

If there is common dental, add per ft. sup. - 10 

If Roman dental, add per ft. superficial, 20 

If plain modillion, add 18 

If bracket modillion, add 25 

If bracket modillion with sides sunk, add 30 

If modillions are eyed, add 40 

Cornices of full Doric order, per ft. sup. 1 6y 
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1 75 

2 00 
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Cornices of full Ionic order, 

Cornices of full Corinthian order, 

Carving for these cornices lobe paid for by 
the owner, and put on by the carpenter. 

For all mitres, external and internal, in cor¬ 
nices, add 1 loot belorc taking the girt. 
Cornices over columns, or in the lull order 
to be girled to the bottom of facia or 
top of capital. 

Plain raking cornice, add a quarter, 
liaking cornice with mocliliion, add a half. 

Octagon cornice, add a quarter. 

Circular cornice, 3 prices of straight. 

Eliplioal cornice, 4 prices of straight. 

Where there are windows in facias of cor¬ 
nice, charge the plates, when framed, as 
in trimmers, and the upright studds, per 
fool lineal, 8 

When there are windows in facias of cor¬ 
nice to eaves of houses, the measurer 
snail measure to bottom of bed mould, 
and add 1 -4 to the price of cornice ; and 
charge for the remainder of the facia, 
per foot superficial, 40 

Cornices to eaves of houses to he girted to 
the bottom of facias, except where the 
hill makes other provisions. 

When cornices are blocked down in the sof- 

fitt, charge for eave-pipes, each 1 00 
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DORMER WINDOWS. 

Frames to dormer windows with Tlat tops, 
bead on edge, of 3 by 4 inch scantling, 
planed, per 1'out lineal, 12 

Frames to dormei window®, with moulding 

on face, per foot lineal, 16 

Frames to dormer windows, with pediment 

top, add per foot lineal, 2 

Circular heads to frames to dormer windows, 
charge for that part 4 prices. 

Bead grounds to pilasters, per foot lineal, 12 

Do. do. circular, four prices. 

Cheeks, or sides to dormers, planed, per 

foot superficial, 8 

Do. grooved, 10 

Do. quartered to 8 inches, per ft. sup, 11 

For every inch narrower, add per loot 1 

Cheeks rabbeted in lace and grooved, 6 in. 

courses, 20 

Cheeks, shingled, per foot superficial, 15 

Do. do. planed and butted, per 

foot superficial, 20 

Shingling rods of dormers, per foot sup. 7 

Do. valley to do- per ft. lineal, 40 
Do. do. on tin, 30 

Revealed boards to dormers, per fl. lineal, 4 

Rafters, studds and plates to dormers, 4i 

Cornices to dormers, add 1*3 to cornices on 
houses. 

Raking part of cornices, charge 1-3 more 
than level. 
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Raking part of cornice, with modillions, add £ 

Plain facia and cpve bed mould, per ft. lineal 20 
Single architrave with common moulding, 14 

If architrave is more than 5 inches wide, 
and moulding more than 1$ wide, as in 
houses. 

Circular architrave, 3 prices. 

Elliptical architrave, 4 prices. 

Plain keys to do., each, 87$ 

Keys, fluted, each,. 1 12$ 

Keys, fluted, with ogee returned to sash, 1 50 
Pilasters, antaes, caps and bases, to dormers, 
same price as those of mantels of simi¬ 
lar description, 

Reveal boards, ploughed and guttered, per 

foot lineal, " 5 

Circular cornices to dormers, four prices. 

TRAP DOOR AND SKYLIGHT FRAME’ 


Inside frames, 8 in wide, per foot lineal, 12 

For every inch wider, add per foot lineal, l 

Outside frames, scribed to shingling, do. 20 

Narrow casing, per foot lineal, 6 

Trap doors, battoned and hung, each, 1 00 

Lining trap doors, each, 50 

If ballons are screwed, add for each ballon, 12$ 
If lining is screwed, add . 5V 
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PORCHES AND PORTICOS. 


Juist in porches, not framed, per fdbt lineal 3 
Joist framed both ends, single tennon. do. 4 

Joist framed both ends, double tennon, do. 5 

Rafters of scantling, per ft. lineal, 3 

Plates to porches, 4 by 4, per ft. lineal, 4 

Plates to do, do. planed, 6 

Plates to do. 4 by 6 , 5 

Plates to do. 4 by 6 inches planed, 7 

Plates framed for joist, add as in trimmers. 

Sills to porches, 4 by 6 inches, per ft. lineal, 8 
Do. do. 6 by 8 inches, do. 10 

Do. framed, charge as in girders for that 
part. 

' Plain facia, beaded, 8 inches wide, per foot 

lineal, 8 

Plain facia, beaded and opened, 12 

For every inch wider, add per foot lineal, 1 

Moulding, one inch wide, per foot lineal, 4 

For every 1-8 wider, add per foot is 

Nozen to edge of floor, per foot lineal, 5 

Plain plancier, 4 inches wide, per ft. lineal, 7 

For every inch wider, add per foot 1 

Planciers, opened 10 incho's wide, flat, with¬ 
out moulding, per foot lineal lt> 

Planciers, opened and raised, 17 

Plauciers, opened and raised, with moul¬ 
ding 3-4 inches wide, per fool lineal, 21 

For every 1-8 moulding! is wider, on flat 

pannel, add per foot lineal, \ 

For every 1-8 moulding on raised panel, 
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add per foot lineal, 


Planciers framed flat panel without mould- 
in", of thick stuff, and 12 inches wide, 
per foot lineal, 20 

Planciers with raised panel, add per fool lin. 4 

Planciers, with moulding in panels, add per 

foot lineal, 4 

If planciers are over 1 foot wide, fake them 
superficial at the same price. 

Handrail round, of pine or, poplar, with 

white pine bannisters to do. per It. lin. 50 
4)o. with foot-rail plain, 60 

Do. with foot-rail opened, 75 


Do. moulded, add 1-3- 
Do. rounded on top, and sides beveled, 
add 1-6. 

Hand-rails of pine or poplar, 3 by 4 inches, 
moulded botli sides for bal lusters, 2J in. 
square, and turned, let into top-rail and 
forked on to lowei* rail, with lower roil 
3 by 4, beveled on top to receive fork of 
balluster, per foot lineal, I 25 

If do. 4-by 6 inches, per foot lineal, 2 00 

If either of the above described hand-rails 
are of cherry, add per foot lineal 1-4 
Hand-rail and bulluslers on top of houses, 
add 1-4. 

Pedestal': to do. on tops of houses, per foot 

superficial, 50 

Caps to do. with moulding broke around 
do. per foot lineal, 

Do. with cove soffilt, or similar, per ft. lin. 


45 

65 
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Add 1 foot for each mitre. 

Plinths to do., two prices of similar base in 
houses. 

Posts, plain, to porches, 4 by 4 in., per ft. lin. 7 

Posts champhered, 10 

Posts plain, 6 by 6 inches, per foot lineal, 10 

Posts champhered, 15 

Antaes to porches, per foot superficial, 30 

Caps to porches, with one member, per ft. 

lineal, 40 

Caps with two members, 45 

Caps with two members and facia, per ft. lin. 50 
Caps, full Doric, 65 

Caps, full Ionic, 70 


Add one foot for each mitre in do. 

Plinth to do. two prices of similar do. in 
houses. i 

Floors to porches, from 4 to 6 feet wide, 
add 1-3. 

Floors from 7 to 10 feet wide, add 1-4. 

Do. of yellow pine, add 1-3. , 

Steps to porches, 3 feet 6 inches long, with 
three bearers to do., planed and nozed, 
of white pine, not returned, each 50 

Do. grooved, add for each groove, 12} 

Do. returned at one end on solid, add 12} 

Do. do. both ends on solid, add 25 

Do. returned mitred, add for each end, 20 

Do* with one string and riser mitred, add 6} 
Do. with two strings and riser ^mitred both 

ends, add 12} 

Do. with scotia, add 12} 

For every 6 in. longer, add 1-4 the price 





34 


c arpextkr’s 


of subh step. 

Boarding to end of steps, to form flying but¬ 
tresses, planed and grooved, 6 in. courses, 
per foot superficial, 20 

Do. rabboted in face and grooved to show as 

stone work, per ft, superficial, 30 

Studs, plates and sills to do., per ft. lin, 6 

End boarding to porches, planed and grooved 

or lapped, 6inch courses, per foot sup. 20 

Do. quartered to 8 inches, per ft. sup. 13 

For every inch narrower, add 1 

Seats and legs to porches, planed and nozed 

one edge, of one inch boards, per ft. lin. 12 
If legs are ornamented on. front edge, add 

for that part, per ft. lineal, 5 


Joist, rafters, plates, sills, and floors to small 
porticos, add £mor,e to the price of large 
porches. 

Shingling to large porches, add 1-4. 

Do. to porticos, add 1-2. 

When the roof of the house projects so as 
to form porch roof, there being no break, 
in roof, but shingling continues straight 
up, there shall be no. addition made for 
porch shingling. 

Cornices to large porches, same price as cor¬ 
nices in houses. 

Cornices in porticos, 6 or 8 ft. square, add l 
DOOR FRAMES. 

Door frames of scantling, 3 by 4 inches per 

ft. lineal, 4 5 

Dp. planed, 
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Do. of Joist, revealed, 7 inches wide and 

planed, 12 

Do. of Joisl/revealed, 7 inches wide, bead 

on front edge, add 2 

If bead both edges, or corner rounded and 

mitred, add, 4 

For every inch wider, add per foot lineal, 1 

Door frames of plank r 2 inches thick, same 
as above, 

Do. rabbotted 1 inch wide, add per ft. lin. F 

For every l-2inch the rabbottis wider, add 1 

Moulding on front edge of do. 1 in. wide, 

per fool lineal, 4 

For every 1-4 inch wider, add per ft. lin. 1 

Door frames, 4 inches thick, 7 inches wide, 

per foot lineal, 17 

For every inch udder, add per loot lineal, F 

For every inch thicker, add do. 1 

Imposts to doors, plain, per foot lineal, 15 

Do. moulded, 25 

Do. with two members, . 37 

Do. with cove soffitt, and done in. best 
manner, 1 25 

Door frames, of hoards, 5 inches wide, per 

ft. lineal, 8 

Do. revealed and beaded,, per foot lineal, 9 

For every inch wider, add per font lineal, 1 

It door frames have wood sills of pine or 
poplar, measure all round the outside. 

If sills are oak or locust, add for each sill 62£ 
Door frames of oak of other hard wood, add J 
If locust or oak sills are longer than 3 feet 
4 ift., for every ft. longer add 1. 
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Door frames of rough boards, jointed to as¬ 


sist bricklayer to carry up straight jambs, 
per foot lineal 3 

Do. of joist, 8 in. wide, and taken to a width, 
per ft. lineal, 9 

Door frames of 2 inch plank, planed and 
thicknessed in 2 thickneses, screwed to¬ 
gether, each frame 8 in. wide, framed at 
head, to front doors, each frame 2 inches 
thick, per foot lineal, 30 

Circular part of door frames, 4 prices. 

Elliptical part of door frames, 6 prices. 

Setting door frames of 25 feet and under, 

each, 20 

For every story above the second story, add 5 
Setting do. of 26 ft. to 50 ft. each 30 

For each story above the second story, add 10 

DOOR JAMBS. 

Plain, of Boards, 5 inches wide, per ft. lin. 5 
Do. of plank, add per foot lin. 1 

For every inch wider, add 1 

Bead on edge or corner, rounded and mitred, 

add 2 

Do. on both edges, add 4 

Do.rabbotted 1 inch wide, add per foot lin. 1J 
For every $ inch the rabbott is wider, add 

per foot lineal, 1 

Door jambs, reeded, 6 in. wide and under, 

per foot lineal, 12 

For every inch wider, add per foot lineal, 1J 
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Door jambs, sunk flat, with moulding, per ft. 

lineal 20 

Do. sunk flat, with moulding, add 4 

Do. do. raised, add 2 

For every inch wider than 8 in. add per ft. 2 
For every } moulding is wider than f, on flat 

pane], add per ft. £ 

Do. on raised panel, add per ft. 1 

Do. opened, with Gothic reeds and moulded, 

per ft. lin. 30 

Door jambs framed, flat panel, per ft. lin. 32 

Do. do. raised do. 30 

Do. do. with moulding, 36 


Door jambs, over 1 ft. wide, take them su- 
derficial, at the same price. 

Circular part of do. four prices. 

Elliptical do, six prices. 

Moulding on edge of jambs, one inch wide, 

per ft. lin. 4 

For every } inch wider, add per ft. lin. 1 

Iron dowels in frames or jambs, each 12} 

If panel jambs are framed, and of oak, charge 
2J prices. 

Charge for bead on edge of jamb, rabbotted 
back and in jamb, per ft. lin., 5 

WINDOW FRAMES. 

Cellar window frames, with grates, all of 
pine or poplar, containing 8 it. and under, 
lineal, each 2 00 

Do. of locust, or other hard wood, 3 00 

Do. larger, per ft. lin. 22 

Do. of locust, per ft. lin. 33 
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Do. with munton in the centre, add J. 

The locust irames are to have bars of yellow 
pine. 

If white pine bars, deduct 

Locust frames with iron bars, per ft. lin. 30 

Do. do. in pavement, without bars, 

per ft. lin. 25 

Window frames, of boards, including sash 

bead, per ft. lin. 10 

Window frames, of boards, beaded, 12 

Do. with casing, 3 inches wide, per ft. lin. 15 
Do. do. and moulding, per ft. lin. 19 

If 2 inch plank, add per ft. lin. 2 

Window frames, rough, of pine or poplar 

scantling, per ft. lin. 5 

Do. do. planed, 10 

Do. do. do. rabbotted, 12 

Do. do. do, do. with moulding, 15 
Do. do* of plank, 5 in. wide reveal¬ 
ed and beaded, 14 

Do. do, of joist or 2 inch plank, 7 

in. .vide, 10 

For every inch wider, add per ft. lin. li 

If any of the above frames contain less than 

12 ft. add per ft. lin. 0 

Window frames, single box, per ft. lin. 28 

Do. do. double box, 30 

Those frames are to have hanging stile or 
moulding- 

If hanging stile and moulding, add per ft. lin, 3 

If pulley-stile is cherry or yellow pine, add 

per ft. lin. 0 

Inside and parting bead, per ft. lin. 
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•Do. screwed into frame, per ft. lin. 5 

Do. of cherry or yellow pine bead, 6 

Moulding on edge of frame, 1 in. wide, per 

ft. lin. 4 

For every \ in. wider, add per ft. lin. 1 

Pockets, per pair, 40 

Do. of cherry or yellow pine, 60 

Pulleys, each, 10 

Do. in cherry or yellow pine pulley stile, 20 
Rabbotting sills, each 25 

Sub-sills, of white pine or poplar, each 75 

Do. of locust or oak, 1 00 

If any of these frames are of hard wood, add l 
Cants over doors and Windows, each 10 

Do. rabbotted, 15 

Circular part of frames, four prices. 

Elliptical do. six prices. 

Setling window frames, 12 lights of 12 by 

18 in. sash and under, each, 20 

Do. for every story above the second, add 5 

Larger frames, 25 

For every story above the second, add 10 

In measuring box frames, measure around 
outside or reveal, around head, sides and 
sill, at the same price. 


WINDOW JAMBS. 


Plain, 5 inches wide, per ft. lin. 6 

Do. of thick stuff, add 1 

Do. splayed, add 2 

For every in. wider, add per ft. lin. 1 

Window jambs, opened flat, without moul¬ 
ding, 6 in. wide, per ft. lin. 20 
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For every inch wider, add per ft. lin. 2 

Do. do. with 5 moulding, add 4 

Do. do. raised, add 2 

If moulding is wider than add as in doorjambs. 

Do. opened, with Gothic reeds and moulding, 

per ft. lin. 30 

Do. framed flat, without moulding, per ft. lin. 30 
Do. do. with moulding, add 4 

Do do. raised, add 2 

If opened or framed jambs are of 2 inch 

plank, add 2 

If open or framed jambs are splayed, add 5 

Circular part of jambs, four pi ices. 

Elliptical do. six prices. 

Elbows and soffitts, framed for inside shut¬ 
ters, flat, without moulding, per ft. lin. 45 
Do. with moulding, add 4 

Do. with do. and raised, add 2 

Panel backs, flat, without moulding, per ft. 

superficial, 32 

Do. with moulding, add per ft. superficial, 4 

Do. do. raised, add 2 

Plinths to do. thicknessed, per ft. lin. 8 

Beads on backs and elbows, 10 

Caps on do. moulded, per ft. lin. 20 

Do. of cherry, 40 

Back lining for inside shutters, per foot 

lineal, 10 

Splayed grounds for do. 8 

Do. do. under pilasters, of thick stuff 12 

Do. do. rabliotted, of thick stuff, 15 

If elbows and soffitts are splayed, add $ 

If back linings are splayed, add per. ft. lin. 3 
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If tliicknessed plinths are wider than 6 in. 

add per inch, per foot lineal, 2 

WEATHERBOARDING. 

Upright, rough, per square, I 00 

I)o. jointed, 1 ?5 

Do. grooved, 2 00 

Do. quartered to 8 inches, 3 00 

For every in. narrower, add per square, 25 

‘ Do. planed, a*id do. 1 00 

Horrizontal weatherboarding, rough per sq, 1 00 
Do. jointed. 1 25 

Do. do* and sprung, 1 75' 

Hoiizontal weatherboarding, quartered to 8 
inches, add, per square, J. 

Do. planed, add 75 

For every inch narrower, add per square, 25 
Weatherboarding, rabbotted to thickness on 
lower edge, planed and quartered to 8 in. 
per square, 3 25 

Do. and grooved, add 1-5. 

Do. grooved and rabbotted in face to imitate 

stone work, 8 in. courses, per square 5 00 
For every in. narrower, add per sq., 37-i 

Weatherboarding, worked by machine at 
the expense of owner, allow 2-5 for put¬ 
ting it on. 

If secret nailed, add 1-8. 

Corner boards, rough, per ft. lineal, 2 

Do. jointed, 3 

Do. planed, 5 

Do. do. of two inch plank, G 
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carpenter’s 


Do. do. do. rabbotted, 8 

Barge boards, rough, per ft, lineal, 3 

Do. do. jointdd, 4 

Do. do. planed, 5 

Do. do. do. and beaded, 6 

Do. do. opened in face, 8 

Do. do. do. with 1 in. moulding, 12 

OVALO SASH. 

7 by 9 inches, 1J inch thick, per light, 11 

8 by 10 ‘ “ 12 

10 by 12 ‘ ‘ ‘ “ 14 

10 by 14 ‘ * ‘ “ 15 

10 by 15 ‘ ‘ ‘ “ 16 

11 by 15 < « ‘ “ 17 

11 by 16 ‘ « ‘ “ 18 

12 by 16 ‘ ‘ “ 19 

12 by 18 ‘ * « 20 

14 by 20 * ‘ ‘ “ 22 

16 by 24 ‘ ‘ “ 30 

For every 1-8 thicker, add per light, $ 

Single frank, per light, ^ 

Double frank, per light, . p 

Doweled, per light, g 

Belection or Gothic sash, add per light, % 

All sash under six lights in a flight, add 

; Skylight sash, same price as other sash of 
same size. 

Circular sash, 3 prices. 

Circular circular sash, 9 prices. 

Gothic lights, 4 prices. 

Fancy s ' ’ ' ’ 

Ught, 


62 J 
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Po. with sub-divisions, principal lights, each 56 
Subdivisions, each, 2S 

Do. elliptical, add 

Meeting rails, rabbctted or sprung, per pair, 25 
Hanging sash, single, with weights, 40 

Do. do. double, 80 

Gothic sash larger than 12 by 18, a2d per 

light, 6 

Belections or ogee, larger than 12 by 18, 

add per light, 7 

' Meeting rails to sash larger than 12 by 18, 

per pair, 37i 

FLOORS. 

Laid rough, per square, 87* 

Do. do, and jointed, 1 25 

Laid rough and grooved, per square, 2 00 

Do. do. do, with straight joint, 2 25 

Add for quartering to 8 inches, 1 00 

Add for planing. 1 00 

Do. 6 inch courses, planed and groved, 4 50 

Do. 5} ‘ ‘ 4 62i 

Do. 5 ‘ ‘ • 4 75 

Do. 41 ‘ ‘ 4 93* 

Do- 4 * « « 5 12 

Do. 3$ ‘ ‘ ‘ 5 55 

Do. 3 ‘ * * 6 00 

If any of the floors are yellow pine, add J. 

If oak or ash, add 
Floors secret nailed, add $. 

Do. tongued at heading, add }. 

For every 1-8 thicker than 1J, add per sq., 30 
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Floors worked by machine at expense of 
owner, charge 2-5 for laying. 

Floors of plank, rough, per square, 1 25 

Do. jointed, 2 75 

Do. do. and planed, add 1 00 

Do. do. and ploughed, and tongue put in, 

add 1 00 

Do. do. quartered to 8 inches, add 2 00 

The plank floors are supposed to be spiked, 

if pinned, add per square, 1 50 

If joist are 9 in. apart and under, add to the 

pripe of floors, per sq., 25 

Counter ceiling including cleats nailed to 
joist per square, 2 75 

Counter ceiling, if joist are closer than 12 

inches, per sq., 3 25 

Boarders to floors, of white pine, per ft. lin. 9 
Do. of hard wood, per ft. lin. 14 

Carpet sills 4 inches wide, each 50 

Do. do. 6 do. each. 75 

Do. do. 6 do. let into floor, 1 00 

Do. do. of yellow pine, add 1-3. 

Do. do. of oak or ash, add 1-2. 

Floors in galleries of churches, divided into 
platforms, add 1-2. 

Carriages to form platform, per ft. lin. 5 

Risers to platforms, rough and jointed, 4 

Do. do. planed, 5 

Do. do. with nozen, 8 







BOOK or FRICKS. 


45 


STUDD PARTITIONS. 

Cut square at both ends and nailed, of scant¬ 
ling, 3 by 4 inches, 16 in. apart per sq. 1 00 
Do. forked on cleat at one end, 1 12$ 

Do* do. on do. at both ends, 1 25 

Do. braced and nailed; 1 75 

Do. framed one end, 1 70 

Do. do. both ends, including plates & sills, 2 25 

Do. framed both ends and braced, 3 50 

If studs are 3 by 6 inches, add psr sq. 371 

If studds are 4 by 7 inches, add 50 

If studds are framed into girder and bolted, 
add per square 1 25 

For every in. closer tha n 16 in., add per sq., 6$ 
Ashlings, of strips of boards, per square, 1 75 
Do. of scantling, 3 00 

Door heads, framed, or ship lapped, each, 75 
Do. do. gained in sq., each 50 

If doorways in studd partitions are framed 
of stuff 4 by 6 in., or double studded, 
per ft. lin., 8 

In this case the measurer must not charge 
for the door head extra, but it must be 
measured with the rest cf the frame. 

BOARD PARTITIONS. 


Rough, single, per square, 1 00 

Do. double, do. 1 50 

Do. do. and braced with boards, 2 00 

J)o. do. of strips of boards, 4 in., wide, 

put up in angling position, ,3 00 
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Partitions of boards grooved, per sq., 2 00 

Do. quartered to 8 in., add ] OG 

Do. planed one side, add 1 00 

Do. do. both sides, add 2 00 

Do. do, do. and thicknessed, 

add per square, 50 

For every inch narrower, add per square, 38 
Bead on one side, add 25 

Do. on both sides, add per sqaare, 50 

Door heads, framed, each 75 

Grooved cleat, per ft. lin., 8 

Gleat on floor, per ft. lin., 4 


BATTON DOORS AND SHUTTERS. 


B itton doors, rough, 2 ft. 6 in. by 6 ft. 6 in. 

each, 50 

Batten do. jointed, 62V 

Batton do. do. and grooved, 75 

Batton planed one side, 1 00 

Batton do. both sides, 1 25 

If quarted to 8 inches, add 1-4. 

Battons screwed, add for each batton, 12J 

Do'irs containing more than 16 ft. 3 in. to be¬ 
taken superficial, at the following prices : 

Rough, per ft. superficial, 3 

.Hough, jointed, 3£ 

Rough grooved, 

Rough planed one side, 6 

Rough planed both sides, 7£ 

Rough quartered to 8 inches, !* 

For every inch narrower, add per it: 1 
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For each batton screwed, add 12} 

Border to doors, rough and jointed, per ft. lin. 4 
Border planed, 7 

If borders are framed, add per foot lineal, 2 

Lining doors, rough, per foot superficial, 3 

Lining doors, jointed, 3} 

Lining doors, grooved, 4} 

Lining doors, planed one side, 6 

Lining doors, thicknessed, 7 

Lining doors quartered to 8 inches, 10 

For every inch narrower, add 1 

If lining is put on angling, add 1-3 
If lining is screwed, add per ft. superficial, ' 4 
If border is screwed, add per ft. lin. to border 2 
Batten shutters are to be measured sup., and 
add } to the price of balton doors same quality. 
Shutters with clamps framed on ends, planed 

both sides anp thicknessed, per ft. sup., 12 

PANEL DOORS. 

Panel doors 1} inches thick containing 17 
ft. 8 inches, and over, fiat panel, without 
moulding, per ft. superficial, 16 

Panel doors with moulding one side, add 

ser foot superficial, 4 

Panel doors do. both sides, add 8 

Panel doors raised one side, add 2 

Panel doors raised both sides, 4 

If panel is covered one side, add to the 
price of raised panel, per ft. 


14 
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carpenter’s 


Jf blocks in corner and inverted mitre in 
panel to correspond to blocks, on one side 
add per ft. 50 

If panel is sunk, instead of raised, on one 

side, add per foot, 5 

If do. is dovetailed and glued, add extra, 5 

Panel doors bead and butt one side, flat, with¬ 
out moulding the other, per It- superficial, 22 
Panel doors bead and butt both sides, 28 

Panel doors bead and flush one side flat, 

without moulding the other, per ft. sup. 24 
Panel doors bead and flush both sides, 32 

For evory 1-8 thicker than 1J, add per ft. 1 
For every 1-8 mouldings are wider than 
3-4, on flat panel, add per ft. 1 

Do. on raised panel, add per foot, 1 

This shall apply to all mouldings in panel 
ivork, except where differently named. 

If tennons are glued or whiteleaded, add to 

the price of all panel work, per ft. 2 

If doors are in two folds of 2 ft. wide or 
more, add per ft. superficial, 5 

For every inch narrower than 2 ft. add per ft. 2 
It doors contain less than 17 ft. 8 in. and 
more than 9 feet, add 1-8. 

If doors contain less than 9 feet add 1-3. 

When folding doors contain 9 ft. and less, 
and are narrower than 2 ft., the measurer 
shall not add for every inch narrower, and 
then add the 1-3, and the 5 cents for fold¬ 
ing, but he shall simply add the 1*3 fo$r 
being less than 9 ft,, and the 5 cents for 
folding 
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Sash door in one thichness, add 1-2 to the 
price of similar panel doors. 

If folding, add per ft. superficial, 5 

Sash in these doors, add £ to the price of sash. 

The measurer must only measure the pannel 
work in the above described sash doors. 

Sash doors in one thickness, with sash 
screwed to inside of door and shutter in 
door, add 1-2 to the price of sash, and £ 
to the price of door. 

The measurer must measure the full size of 
this last described door. 

All panel work must be measured over the 
plane surface, in taking the width, inclu¬ 
ding one thickness, and in getting the 
heighth, the plane surface shall be meas¬ 
ured without the thickness—that is, the 
moulding shall not be girted. 

If tenons are glued or white leaded, add per.ft. 2 

Mahogany or oak doors, charge 2£ prices. 

When both edges of doors or shutters are 
rabbotted, the measurer shall girt both 
edges so rabbotted, so that in that case 2 
thicknesses will be taken in the width. 

Circular heads to doors, three prices. 

Elliptical heads to doors, four prices. 

If doors have upper part mortice blind and 
lower part panel work, measure them sepr 
arate, and add £ to the price of such work. 

If mouldings in doors are thicker than 5-8 

in. add lor every £ thicker, per ft. sup., I 

If doors are beveled instead of being moul¬ 
ded, charge extra from 3-4 moulding for 
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CARPE.fTI 


each side so done, per ft. superficial, 

If panel is bevel raised, add per ft. 

If moulding in panel work are laid in white 
lead, add for each side so done, per foot, 
superficial 

Pannel door, in two thicknesses, screwed 
together, charge prices of single work¬ 
ed doors of same quality. 

Doors in two thicknesses, screwed togeth¬ 
er, each door li. inch thick, with sash to 
inside door and flat panel, without moul¬ 
ding at bottom of door, the outside door 
bead and butt or flat panel, with moulding,. 
with shutter bead and butt, or flat panel 
with moulding, 1 side, not folding, per ft. 
superficial, 

Do. in two fold* of 1 foot wide each fold, 
and upwards, per ft. superficial, 

Do in 4 or 6 folds, 17 in. wide, per ft. sup. 
l)o. moulding on inside door, add per foot 
If do. have moulding on bead and butt in¬ 
side of shutter, add 

Doors, bead and flush, not folding, per foot 
superficial, 

Do. in two folds, 2 ft. wide, and upwards, 
each fold, per It. superficial, 

Doors, in tour or six folds, 17 in. wide and 
upward, per foot superficial, 

If moulding to inside door, add per foot, 

If inside door i* raised panel, add perfoot, 

I’" Shutter is bead and flush one side, ami- 
bead and butt, or Hat panel with moulding 
o:t tire other,, add per ft. 


90 
1 00 
4 


3. 
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If shutter is bead and flush both sides, add 4 

It' shutter is bead aud flush one side and 

raised on the other, add per foot 2 

If there is framed bead and flush panel at 

bottom of outside door, add per ft. sup. 10 
If there is bead and flush framed panel at 
bottom and top of outside door, add per 
ft. superficial, 20 

For every 1 -8 mouldings are wider than 3-4 

add, on flat panel, per ft. superficial, i 

Do on raised panel, per ft. superficial, 1 

For every 1-8 thicker than 11 each door, 

add per ft. superficial, 1 

For every inch doors are narrower than 17 

inches, add per ft. superficial, 2 

Sash in the above doors, charge U prices. 


if Gothic or belection, add as in other sash. 
I’ANNEL SHUTTERS. 


Flat panel, without moulding, lj in. thick, 

per It. superficial, If) 

D.>. do. with moulding one side, 23 

Do. do. with moulding both sides, 27 

If panels are raised one side, add "per ft. 2J 

If do. do. both sides, add per It. 5 

P<Hiel shutter, bead and butt one bide, flat, 

without moulding the other, per ft. sup. 25 

Do. bead aud butt one side and moulding the 

other, per ft. sup. 29 

Do. bead and butt both sides, 29 

Panel shutter, bead and flush one side, flat, 

without moulding the other, per ft. sup. 27 
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Do. bead aud flush one side with moulding 


the other, add per ft. 4 

Do. do. and raised, add per ft. 2$ 

Do. bead and flush both sides, per ft. sup. 33 
For every 1-8 thicker than 1$, add per ft, 1 

For every 1-8 mouldings are widerthan 3-4 

in. on flat panel, add per ft. $ 

Do. on raised panel, add jier ft. 1 

Circular head to shutters, three prices. 

Elliptical do. do. four prices. 


If shutters are made in four parts to suit 
small piers, add 2-3 to the price of such 
shutters. 

Venitian blinds, 1J thick, astragal on both 


sides, per ft. sup. 37$ 

For every l*8th thicker, add per foot, 1 

If slats are made to turn on pin, add for 

each slat, 6J 

Mortice blinds, frame bead and mitred, slats 
morticed into frame, and frame 1$ inch 
thick, per ft. superficial, 48 

For every $ thicker than 1$ in. add 1 

Inside shutters, with clamps framed on end, 
per ft. sup. 23 

Do. framed bea'd and butt one side, flat 
panel, without moulding the other per ft. 
superficial, 45 

Do. bead and butt one side and moulding 

the other, per ft. sup. 50 

Do. do. do. and raised with moulding 
the other, per ft. sup. £5 

If made in two heights, add 1-6. 

If made in 3 heights, add 1-3. 
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Inside shutters, flat, without moulding, per ft, 
Circular shutter to show windows, 4 prices. 
Circular do. on corners of show windows, 
where the front of window is flat, and the 
corners form a quick circle, charge six 
prices. 

If inside shutters are hung to splayed jambs, 
add 1-4. 

Mouldings (o inside shutters for every 1-8 

wider than 1-2 in. add per ft. sup. 1 

When inside shutters are narrower than 12 
in., add for every inch narrower, per ft. 
superficial, 5 

If made in six folds, add per ft. 5 

HANGING DOORS AND SHUTTERS, AND 
TRIMMINGS TO DO. 

Hanging doors containing 16 ft. 3 in. and 

under, 1J thick, 25 

Do. 1* or 1J thick, 37* 

Do. over 25 ft. to 30 feet, 50 

Do. over 30 ft. to *0 feet, 62* 

Do. over 40 feet, 75 

Do. hung with 3 hinges, add *. 

Hanging shutters, per pair, to frames of 12 

by 18 in. sash of 12 lights, & less, 2 hinges, 75 
Do. larger, 1 00 

Shutters hung with 3 hinges, add 1-2. 

Hanging doors in two thicknesses, add 1-4 
more than doors in 1 thickness. 

Knob Locks, 6 inch and less, each 25 

Larger do. 37* 
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Do. with night-locks, 

Mortice Locks, each, 

Do. rabbolted, 

Mortice Lock in double doors, for shutters, 
each 

Sash Locks on meeting rails, each, 

Flush ketches, each 

Brass knobs, screwed into door, 

Bolts, common, 6 inches long, each 
Do. do. 9 do. do. 

Square bolts, with two plates, 6 in. long, 
Do. do. 9 in. dc. 

Flush bolts, 8 in. long, 

Do. do. 12 do. 

Do. do. 18 do. 

Rim Latches, each, 

Knob do. 

Thumb do. 

Common closet Locks, each 
Stubs and plates, per pair. 

Common lift, 

Flush do. 

Shawk’s fastenings to shutters, per pair, 
Brass fastenings to *do. do. 

Pittsburgh fastenings to do. do. 

Hook and staples drove in wood, 

Do. with plates screwed on to wood, 

Large staples drove into wood lor bars, each 
Do. do, screwed on do., each 
Do. do. do. on to oak, each 

Bolts for iron bars, 6 inches long, bored 
through frame, 

Do. 12 inches long 


50 

1 12 * 
1 50 

37* 

37* 

25 

4 

m, 

I8i 

25 

37* 

50 

62* 

75 

25 

m 

12 * 

124 

25 

12 * 

25 

50 


87* 

12* 

m 

12 

18 

25 


12 

18 
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•Wood bars of while, pine 4 ft. long, 18 

■Do. do. of hard wood, 37J 

Hanging inside shutters, each, 37 V 

Bars to do. to turn on swivel, each 37£ 

Hanging doors to pews, each, 37V 

Putting down iron carpet sills, when patern 

is made by carpenter 1 00 

Do. only screwed down by carpenter, 50 

If Doors are hung to oak, charge li prices 

SHOW WINDOWS FOR STORE FRONTS. 


Jambs, soffitts and sills plain, 6 in. wide, 

per ft. lineal, 10 

For every inch wider, add per ft. I 

Jambs, soffitts and sills dovetailed per ft. lin. 14 
If sill is moulded Bn front edge, add for that 

part, per ft. 6 

Plain cornice with plain frieze and bed 

mould, per ft. superficial, 50 

Do. with plain dental, per ft. sup,, 60 

Do. with dental, eyed, per ft. 65 

Do. with Roman dental, 75 

Circular cornices, three prices. 

Elliptical do. four prices. 

Add for mitres as in other cornices. 

Stiles to bow windows, plain, 6 in. wide, 

per ft. lineal, 10 

For every inch wider add per ft. lineal, 1 

Sills and soffitts to do. per Jt. lineal, 25 

If sills are moulded, add for that part, per ft. IS 
Breaks in sill, each 25 

Plain pilaster, 5 inches wide, per ft. lin. 18 
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Pilasters, opened or reeded, 28 

Do, fluted, 3D 

Do. sunk and reeded or fluted, 35 

Do. with swelled reeds or flutes, 40 

For every inch wider, addon plain pilaster, 

per ft. lineal, 1 

Do. on open pilaster, add per ft. 2 

Plain caps to pilasters, each 45 

Caps, moulded with two members, each 1 00 
Plain plinth, each, 30 

Plinth and sub-plinth, each, 60 

If moulding to do. add 25 

Plain trusses, each 40 

Trusses, opened, fluted or reeded, each 50 

Grounds to pilasters, per ft. lineal, 10 

Sash to bow windows, charge 2J prices of 
other sash. 

If the muntons are circled, charge 3 prices. 

When the sash to bow windows is straight 
on front and circled on the corner, charge 


for those lights which are circled 4 prices. 
Sash to square show windows, add 1*2 to 
the price of other sash. 

WAINSCOTING. 

Between floor and surbase, planed and grov- 


ed, per ft. superficial, 5 

Do. quartered to 8 inches, 7 

For every inch narrower, add 1 

Do. framed with flat panel, without moul¬ 
ding, per ft. sup. 15 

Do. do moulding, per foot sup. 19 
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Wainscoting framed with raised panel and 
moulding, per ft. superficial, 22 

Do. planed both sides to a thickness, add 2 

If raised and moulded botli sides, add ac¬ 
cordingly. 

If wainscoting is planed both sides and groo¬ 
ved, as in churches, 8 in. courses, per 
ft. sup. 10 

Plain caps on do. grooved'and nozed one 

edge, per ft. lin. 8 

Do. do. nozed both edges, per ft. lin. 10 

Do. with small scotia one side of do. 12 

Do. with do. both sides, 14 

STEP LADDERS. 

Made of boards, rough, with cleats, per ft, lin, 3 
With steps gained into sides, 5 

Planed, 7 

Made of planlr, add 1. 

If cheeks are made of joist, add for that part, 2 
Step ladders of boards, planed and gained, 

per ft. lin. • 8 

Frames and braces to do. per ft. lin. 8 

Hanging frames to step ladders, each 25 

If any of the above step ladders are of hard 
wood, add 1-3. 

Lining to do. rough and grooved, per ft. sup. 21 
Do* planed, 4 

Do do. both sides, 51 

Do. quartered to 8 inches, add per ft. sup. 11 

For eyery inch narrower than 8 inches, add 1 
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C A Rf ENTER'* 

BOX STAIRS*. 


Bough steps and risers, 2 ft. 6 in. long and 

less, per rise. 25 

Steps and risers, planed rough-ly, 31 

Steps and risers, planed smoothly, 37} 

Rough steps without risers, each 18 

Do. planed, 20 

Steps and risers, planfcd and nozed, with 
nezen returned on solid at one end, and 
one string planed, 50 

If riser is mitred at one end to string, add 6} 
If steps are nozed both ends with 2 strings, 
and riser mitred both ends to string, per 
riser, 75 

If there is center bearer, add ,12V 

Add for each groove, 12V 

Add for scotia, * 12j 

For every inch longer than 7 ft. 6 in., add 2 

Winders in these stairs, add 1-3 more than 
square step. 

If tFie steps are housed both ends into skir¬ 
ling, add for each end, per riser, 12} 

Quarter paces to these stairs, charge the 
price ol two step*. 

If yellow pine steps, add 1-4. 

It do. do. step ajid riser, add 1-3. 

RAMP AND KNEE, AND CONTINUED 
RAIL STAIRS. 

Steps and risers with open string, with no- 
zen and scotia to step, and do. mitred 





BOOK OF PRICES'. 


59 


and returned to end of step, and riser 
mitred to string, 3 ft. long and under, 


with three bearers to do., per riser, 1 25 

Add for each groove, 12J 

If scotia is grooved, add 12£ 

If riser is dovetailed into step, add 121 

If blocked and glued, add 37J 

For every inch longer, add 4 


1/ the steps have two strings, with riser 
mitred both ends to stringwith nc zen 
and scotia mitred both ends to step, add 
1-2 to the price of the steps. 

If steps have end circled with circular no- 
zen and scotia to do. to form well-hole, 
as in continued rail stairs, add 1-3 to tne 

price of such steps. 

If steps and riser are circled part of the 
length, add 1-2. 

If steps and risers are circled on front the 
whole length, charge two prices. 

Steps of yellow pine and risers of white 
pine, add 1-4. 

Steps and risers of yellow pine, add 1-3- 

Quarter paces, framed, with floor to do. of 
G inch courses of while pine, planed and 


grooved, each 2 50 

Do. with 4 inch courses, 2 75 

If secret nailed, add 25 

If quarter paces are larger than 9 ft. sup., 

add for each foot from 9 to 12 feet, 25 

If over 12 ft. charge them as half paces. 

If floors on paces are of yellow pine, add 75 


Half paces framed of 18 ft. superficial with 
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white pine floor of 6 in. courses, 3 75 

Do. of 4 inch courses, 4 12$ 

If secret nailed, add 50 

If yellow pine floor, add 1 50 

For every ft. larger than 18 ft. add 25 

If floors on half and quarter jiaces are of 
machine boards, worked at the expense of 
the employer, left to the judgment of the 
measurer. 

Plain brackets on ettd of steps, each 25 

Do. ogee, 38 

Do. scroll, 50 

Do. double scroll, 60 

Do. scroll opened, 70 

Do. double scroll opened, 80 

Circular brackets, add 1-3. 

Circular do. varying in size, in geo¬ 

metrical staiis, charge two prices. 

Keeds on under edge of straight string, per 

foot lineal, 4 

Do. done in best manner on do. per foot, 8 

Do. on circular twist string, per ft. lin. 20 

Do. on do. done in best manner, 

per ft. lin. 30 

Facia and nozen plain, per ft. lin. 15 

Do. with nozen and sootia, 20 

Do. and opened. 22 

Do. bracketed, plain, 65 

Do. do. scroll, 70 

Do. do. open scroll, 80 

Do. po. open double scroll, 85 

Circular do. 3 prices. 

Circular twist string in continued rail stairs 
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of plank, glued up, with nozen and sco- 
tia, per ft. lineal, 1 50 

Do. veneered, per ft. lin. 2 25 

If well holes are less than 12 in. diameter, 
for every inch less, add to the price of 
circular twist string, 25 

Easings in string, each 50 

Angle partitions, planed and grooved and 

quartered to 8 inches, per ft. sup. 9 

Do. beaded, add 2 

For every inch narrower, add 1 

If do. is glued joints, not grooved, left to 
the judgment of the measurer. 

Do. formed into panels, per ft. sup 19 

Do, framed without moulding, 22 

Do. do. with moulding 26 

Do. do. with do. and raised, 28 

Do. and thicknessed. add' 2 

Plain skirling on strait steps, per foot lin. 14 

Do. do. with one inch moulding, 16 

Do. opened, with mouldi n <r one in. wide 19 

Do. do. with 1} in. moulding, 21 

Do. cn half and quart er paces, deduct 1-5. 

Do on winders, add l-2to the price of do. 
on straight steps.. 

If plintli or moulding is grooved# add per 

ft. lineal, 2 

Skirting circled on edge, three prices of 
straight. 

Straight g roun d s t 0 do. per ft. lineal, 4 

Lasings j n skirtings, each 
Easings j u g roun d f f each 


50 

25 
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For every 1*4 inch the moulding here de¬ 
scribed, is wider, add per foot lineal, 

If plain champher on skirting, same price 
as 1 in. moulding, but there shall be no 
additions for being wider. 

GEOMETRICAL STAIRS. 

Steps and risers, grooved and.glued togeth¬ 
er, 3 ft. 3 in. long and under, per rise. 2 75 
If riser is dovetailed to step, add 12V 

For every inch longer, add ti 

Charge winders 1-2 more than straight steps. 

If the steps have 2 strings, with riser mi¬ 
tred botli ends, and nozen and scotia mi¬ 
tred both ends, add 12. 

If the steps and risers are circled part of 
the length on front edge, add 1-2. , 

If the steps and risers are circled on front 
the whole length, charge two prices. 

If the steps are elliptical, or varying in size, 
add to that part 1-4. 

If yellow pine step and riser, add 1-3. 

If yellow pine steps, add 1-4. 


Curtail steps of one revolution, 9 00 

Do. of one and a half do. 11 00 

Do. of double do. 13 00 

Circular twist string to these steps, veneer¬ 
ed, per ft. lineal, 2 25 

Easings to do., each 50 

Circular skirting, opened, wit!: moulding 1 

inch wide, per ft. lineal, 75, 

Grounds to do, circa’nr, per ft. lineal, 20 
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For every 1-4 in. moulding is wider, add 


Curbs of plank, to form the circle in geomet¬ 
rical stair.*, per ft. lineal, 20 

Circular partition of studds, per square, 3 CO 
Newels of pine or poplar, per ft. lin. \'2.\ 

Do, of cherry, 16 

Do. of do. 4 in. square, 19 

Do. of do. 5 in. square, 2") 

Plain caps to newel*, each 57$ 

Caps, moulJed,- 50 

Mitre cap to end of rail of poplar, 1 25 

Do. do. of cherry, 1 75 

Do. do. moulded, 2 50i 

If newels are diminished, add 50 

If do. with plinth, add 50 

If do. with scotia, add 56 

Plain- pilasters, eaeh 62; 

Pilasters opened, fluted or reeded, each 1 25 
Caps to do. plain, 38 

Do. moulded, 75 

Plinth to do. 38 

Do. with sub-plinth, 50 

Handrail round of pine or poplar, with sq. 

pine bannister, per ft. lineal, 7J 

If hand rail is of cherry or bay wood, add 

per ft. lineal, 10 

If hand rail is of St, Domingo mahogany, 

add to ch r y, ' _ 20 

If hand rail is of curled maple, add to the 

price ot mahogany rail, per ft, lin. 30. 

If bannisters arc of cherry or bay wood, 
add to the price of pine banirtcr, pec 
foot lineal, 10 
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If bannisters are of St. Domingo mahogany, 

add to the price of cherry, per ft. lineal, 10 
If bannisters are of curled maple, add to the 

price of cherry, per ft, lit). 12 

If bannisters are bored and glued at top, add 

per ft. lin. 5 

If bannisters are dovetailed and glued at 

bottom add 5 

The above bannisters are supposed to be round. 

If bannisters are turned and square at bot¬ 
tom, 1} in. square, add extra lrom round, 
per ft. lin. 12 

If bannisters are square at bottom and top, 
and fancy turned, add extra from the last 
described bannister, per ft. lineal, 12 

If the last described bannisters are morticed 
into straight cherry rail, charge for each 
bannister, 20 

If morticed into mahogany rail, each 23 

If do. into curled maple, straight rail, 26‘ 

If do. into cherry circular twist rail, 30 

If do. into mahogany do. do. 35 

If do. into curled maple do. do. 38 

If rails are rounded op top, and sides bevel¬ 
ed, add 1-6. 

If rails are moulded, add 1-3. 

Charge for circular rail, 3 prices of straight. 

Charge for circular twist part of rail, 5 pri¬ 
ces of straight. 

In well-holes of continued rail stairs, less 
than 12 in. diameter, add for every inch 
less, to the price of circular twist rail, 25 
Circular twist scroll, of cherry, one revo- 
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lution, 15 00 

Do. do. do. of 1} revoltlion, 20 00 

Do. do. do. of 2 revolutions, 25 00 

If St. Domingo mahogany, add $to cherry. 

If curled maple, 2 prices of cherry. 

Circular scrolls, same price of circular twist 


scrolls. 

If scrolls are moulded, add 1-3. 

Easing in rail, each 1 00 

Knees of pine or poplar, each 1 CO 

Do. of cherry, 1 25 

Ramps of pine or poplar, each 2 25 

Do. of cherry, each 3 00 

If moulded, aJd 1-3. 

Circular grounds to half rails per ft. lin. 20 

Ramps in grounds, each 37$ 

Knees in do. each 20 

Half rails of pine or poplar, per ft. lineal, 185 
Do. do. of vcalnut or cherry per ft. lin. 25 
Half hand rails, moulded, per ft. lin. 1 00 

Screw bolts, each 50 

Dowels in rail, each 25 


In meesuring these rails and string, the 
measurer must trace the circles. 

ARCHITRAVE AND MOULDINGS. 

Single“faced, 5 inches wide and under, with 
moulding on do., such as Roman ovalo, 
or champhered, per ft. lin. 9 

Do. with quirk ovalo, 1$ in. wide, or 
similar, on do., per ft. lin. 

Double faced do. 6 in. wide, with Roman 


10 
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ovalo, or champher, 11 in. wide, per 
foot lineal, 

Do. with quirk ovalo 1J in. wide, or sim¬ 
ilar quirk moulding, per ft. !in. 

For every inch wider on casing, add per ft. 

For every 1-4 in. moulding is wider, add 

Doubio laced architrave, U in. wide and un¬ 
der, with small moulding in face, per foot 
lineal, 

Backing to architrave, rabboted, per ft. 

Backing to architrave, nozed on front edge, 
per It. lineal, 

Flat casings, 4 in. wide and under, per ft. 

For every in. wider add per ft. 

Roman ovalo moulding, li in. wide, per ft. 
lineal, 

Quirk ovalo, 1J in, wide, per ft. lin. 

For every 1-4 in. moulding is wider than li 
in. add per ft. lin. 

Circular architraves, four prioas. 

Elliptical do. six price*. 

Circular moulding, four prices. 

Elliptical do. six prices. 

If architraves are framed at head, add per 
foot lineal, 

Grounds under architrave, per ft. lin. 

Plinth blocks to architrave, each 

Do. do. ogee, each 

Blocks put into wall instead of grounds, add 
to architrave or moulding, per It. lin. 

Plain champher, 2 in. wide, per ft. lin. 

For every i in. wider in champher, add per 
foot lineal, 
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PEWS, AND OTHER WORK IN 
CHURCHES. 

E : r :i and seb.s-to pews, plain, per ft. sup. 12 
1'. Ii to rc j per It. sup. 18 

l>ac!:a to s-.-./.s, framed bead and butt one 
side, fit, without mouhiidg the other, 1J 
in, t'ii I.. ; -r ft. superficial, 20 

D ). b v. i a .i. but* bo: i sides, add per ft. 4 

Do. be.id am! flush one side, per ft. sup. 24 

Da. bead and flush both sides, add 4 

Dj. flat panel, per ft. 18 

Do. do. do. with moulding one side, add 4 

Do. raised do. one side, add 2 

Doors and ends to pews framed, flat panel, 

without moulding per It. sup. 30 

Do. with moulding one sife, add per ft. 4 

Do. raised one side, add per ft. 2 

Gallery fronts-, fiamed flat, without mould¬ 
ing, per ft. superfisial, 18 

Do. do. with moulding one side, add 4 

Do. do. raised one tide, add per ft. 2 

Do. bead and butt one side, flat without 

moulding the other, per ft. sup., 20 

Do. bead and butt both sides, add per ft. 4 

Do. bead and flush one side, flat, without 

moulding the other, per ft. sup. 24 

Do. bead and flush both sides, add per ft. 4 

For every 18 thicker, add per ft. 1 

For every 1-8 moulding is wider than 3-4 

add for each side so done, per ft. 1 

Capa on back and ends, flat av.d grooved and 

nozed both edges, per ft. lineal, 12| 
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Do. with top rounded and sides beveled, 

. per ft. lineal, 

Do. of cherry, add 1-2. 

Do. of curled maple or mahogany, charge 
2 prices. 

Scroll, to end of seats and doors, of 1 rev¬ 
olution, of pine, each 1 

Do. of cherry, each ,1 

Do. of curled maple or mahogany, each 2 
Cornice to gallery fronts same price as cor¬ 
nices in rooms of same description. 
Pilasters, anises, columns, plinths, and caps 
on gallery fronts, charge same as in mantels. 
Add for mitres in cornices as in other cornices. 
Long steps or stairs to pulpits, same price 
as porch steps or stairs in houses of sim¬ 
ilar kind. 

Boarding to end of steps to form butresses, 
grooved and planed, 4 in. courses, and 
secret nailed, per ft. sup. 

Do. rabboted in face to show as stone work, 
per ft. sup. 

Antse and pedestals, plain, per ft. sup. 

Caps to do. Grecian Doric style, per ft. lin. 

Do. Ionic style, 

Allow 1 ft. for eaeh mitre. 

Cornice over antses, in rear of pulpit, same 
price as cornices over columns of sim¬ 
ilar kind. 

Partitions between pews, planed both sides 
and grooved and quartered to 8 inches, 
per ft. superficial, 


20 

. 00 

50 

t 00 

25 

30 

40 

80 

90 

10 
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PILASTERS. 

Plain pilasters to doors and windows, 51 in. 

wide and under, per ft. lineal, 15 

For every in. wider, add per ft. 2 

For every 1-8 in. thicker than 1 in. add per 

ft. lineal, 1 

Pilasters, opened, 51 in-. wide, 1 in. thick 

and less, per ft. lineal, 20 

Do. opened with moulding fluted or reeded, 

per ft. lineal, 26 

Do. opened with swelled or Gothic reeds, 
per ft. lineal, 32 

Bead grounds to pilasters, 7 in. wide, per 

foot lineal, 9 

For every in. wider, add per ft. 1 

If the grounds are framed, add per ft. 1 

Narrow grounds to pilasters, 3 in. wide and 

under, not beaded, per ft. lineal, 4 

For every in. open pilasters are wider than 

51 inches, add per It. lin. 2 

For every 1-8 in. thicker than 1 in. add per 

foot lineal, I 

If pilaster is housed into cap at head, add 
the price of 1 ft. for each housing. 

Plain corner bloeks, each, 25 

Do. turned or beveled on face, each 37J 

For every 1' in. the pilaster is larger than 51 
in., add to the price of block, 4 

Necking to pilasters, each 371 

Plain caps to pilasters, each 45 

Caps to pilasters, in Doric style, each 2 50 

Do. do. in Ionic style, each 3 00 
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Plinths to pilasters, ettch 

* 

40 

Do. with sub-plinth, each 


£0 

Plinth with sub-plinth and moul ” 

ng, esrli 

70 

For every inch the piaster is v. i » 

r tlian £1 


inches, add to the price of phnti 


6 


For every 1-8 plinth* .arc thicker than 11 
iu.. add to the price of do. 

CAPS OVER DOORS AND WINDOWS IN 
ROOMS. 

Flat level caps, 6} in. wide and 1$ in. thick, 
per ft. lineal, 

Do. with 1J in. moulding to do., per ft. lh. 125 
Flat pediment do., 7 in. wide and under, 

11 in. thick, per ft. lin. 25 

Do. do. with li in. moulding todo. OS 

For every 1 in. wider in cap, add per il. 

For every 1-8 in. thicker, add per ft. !i >. 1 

If pediment is in two pieoes, and projects 

over the face of fririte add per ft. iiu. 5 

Level cap, with frieze and cap and hed 

moulcinpr, frieze 11 in. thick, per It. sup. 60 
If done in Doric or Ionic style, per ft. sup. 80 
If cove sofiitt to do. add per ft. superficial, 25 
If pediment, add 1-2. 

For every 1-8 in. thicker in frieze, add 1 

If battoned on the back, add for each batten, 121 

Add 1 ft. for each mitre or return before 
taking (lie girt. 

To tako the superficial of the caps, the 
measurer must girt from the Iront top 
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edge of cap to the bottom of frieza or 
lop of the capital of pilaster. 

Arciiitrav# moulding to do. 1} in, wide, add 10 
For every 1-4 in, wider, add per ft. 1 

Jaretts on friezes, per ft. lineal, 15 

In measuring lh*’ hells lire line mud be 
made to trace the Irettand border, (when 
there is a border .) f 

Blocking course to caps, per ft. lin. 15 


LEVEL AND PEDIMENT CAPS OVER 

DOORS. 

Plain level caps over doors, 3 ft. 2 in. long 
and under, each 6 00 

Do. with plain dental or frett bed mould, 9 DO 
Plain trusses, each 31,- 

Trusses, opened, fluted, or reeded, each G2} 

Friezes to caps, plain, per ft. aup. 15 

Do. circular, per It. sup. 25 

J.Iitres in cornices, add 1 ft. before taking 
the girt; 

Level caps to front doors and frontispieces 

with plain cap and bed mould, per ft. sup. 50 
Level cap with dental or fret bed mould, 

per ft. superficial, 62j 

Do. do. with Roman dental, per ft. 70 

Do. with modillion or covelian, per ft. 1 25 

Do. with Done order, per ft. sup. 1 50 

Plain impost across doors, opened, per ft. lin. 31* 
Caps and bases to pilasters, same as to other 
pilasters. 

Plain keys, each 


1 00 





4 EPEJf TEK 3 


Do. fluted, 1 25 

Do. ogee, 1 50 

Do. do. ornamented, 2 CO 

Do. do. returned to sash, add 1-2. 

Ground* under imposts, per It. lin., 7 

For the rakiug part of pediment caps, add J. 

For do. do. with Roman dental, add 1-2.J 
Architraye,. single faced, per ft. lin., SO 

Do. double do. do> 45 

Moulding, without architrave, per ft. lin. 124 

Architrave, fluted one face, per ft. lin: 20 

Do. do. with swags, do. 30 

If swags are elliptical, add 1-4. 

Reeding or flutiifg raking planciets, per ft. 124 
Do. do. crosswise, per ft. lin. 25 

Raking planciera, paneled flat, without 

moulding, per ft. lin 181 

Antaes to front doors, blocked and glued, 

per ft. sup. 40 

Trusses made in same form as antae,per ft. 

superficial, 50 

Moulded caps to antaes, plain, per ft. lin. 65 
Do. do. with two mouldings and facia, 

per ft. lin. 70 

Doric caps, per ft. lin. 90 

Icnic do. 1 00 

ninths to antae, plain, per ft. lin. 12 

Do. moulded do. per ft. lin. 25 

Do. with sub-plinth and moulding, per ft. 40 

Charge the price of 1 ft. for each mitre in 
caps and plinths. 

Imposts with cove soflilt and bed mould to 

front door, per ft. lin. 1 25 
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BASE. 

Plain, 4 in. wide, per ft. lineal, 4 

Do, do. beaded, 5 

Plain base, with champher, G 

For every in. wider add per ft. lin. 1 

Base with mouldings to do. 1} in. wide, base 
5 in. wide, per ft. lin. 7 

For every inch base is wider, add per ft. 1 

For every 1-4 in. moulding is wider, add 1 

Base 6 in. wide with champher to do. per ft* 7 
The measurer shall add for extra width in 
base, but not in champher. 

Base, rabbolted, 8 in. high, with H mould¬ 
ing to do., per ft.lin. 12£ 

Do. with small moulding in face, 15 

Do. opened, with champer to do. 11 

Do. opened in face, with sub-plinth, and 
10 in. high, with li moulding to do., per 
foot lineal, 20 

Base opened, with 3-8 moulding in faee of 

do., per ft. lin. 24 

Grooved cleat on floor, add per ft. 4 

Do. do. moulded, add 6 


If plinth is grooved to sub- plinth, add 
If moulding is grooved to plinth, add 2 

For every 1-4 in. moulding is wider than 
here mentioned on the different kind of 
base here described, add per ft. lin. 1 

If base is thicknessed, add per ft. 2 

Gronnds to base per ft. lin. 4 

Blocks put into wall, add to the price of 
base, per ft. lin. 


2 
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For every in. wider in base than here men¬ 
tioned, add per ft. 1 

If the last described base has raised panel, 

add per ft. lin. 2 

If the moulding in do. is wider than 3-4, 
add as in panel doors. 

If bate and mpulding is housed into pilas¬ 
ters, See. add for each housing the price 
of 1 ft. of such kind of base. 

For all mitres in base, add the price of I ft. 

SURBASE. 


Plain and beaded, per ft. lin. 4 

Do. and cap to do. plain, per ft. 7 

Do. do. bead anti gtcoved, 8$ 

Surbase, grooved cap and rabbolled in face, 12$ 
Do. with small moulding in face, 14 

Do. opened, with raised bead on lower edge, 

per ft. lin. 15 

Do. ornamented, to be priced by the measurer. 
Grounds to surbsse, per ft. lin. 4 


If bfocks are put in wall and surbase thiok- 
nessed, add per ft. 

If surbase is housed into pilasters, &c. add 
the price of 1 ft. tor each housing. 

Add 1 ft. for all mitres in surbase. 

Window stool, 2 prices of surbase of simi¬ 
lar kind. 
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CEILING. 


Rough aud jointed, per square, 1 23 . 

Do. groove !, . 2 00 

Do. do. and planet! one side, 3 00 

Do. quartered to 8 in. add 1 00 

For every in. narrower, add per square, 50 

If joints are not broke, deduct 1*6. 


Ceiling to smalhporches, add per square, 
1-6 io the price of large porches. 

Ceil.ug to porches, add as in floor* of porches. 

\ 

CLOSETS. 


Jambs and shelves in closets, per ft. lin. 6 

Do. do. IhickneSsed, - 7 

Sbfcfaes. scol’.oncd on IV-.-..'. edge, 9 

Do. 1 l'i. 6.n. long and under, 12 

Jambs, planed and gained, one side, 7 

Do planed b t!i t-iii--• and quire ! otic side, 1GJ 
Do. planed and g.-jned both tide*, 14 


II siieiv s are laid o.p to cleats, take them 
same as it they were gained to j .mb, but 
must not measure the cleat. 

Triangular shelves, measure the base and 
parpendicuUr, and take the whole quan¬ 
tity for it* contends. 

If shelves and jam’ s are wider than 1 ft. 
take them superficial. . 

If shelves or jambs arc grooved, for each 

groove in do., add per If. 1 

Closet front’. I inch thick and thjeknessed, 

per ft. lineal, 65 
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Do. with bead on edge or corner, rounded 


and mitred, per ft. lin. 8 

For every 1-4 in. thicker, add per ft. lin. 1 

If rabbotted, add as in door jambs. 

If framed at end, add per It. 1 

Front lining, planed 1 side and grooved into 

closet fronts, per ft. lin. 4 

If over 1 ft. wide, take them sup. at the 
same price. 

Furring over closets, in 9 ft. stories and 

less, each x 50 

Do. over 9 ft. 75 

Hack lining, planed 1 side, per ft. sup. 4 

Do. do. 8 in. wide, x 5 

For every inch narrower add 1 

Do. planed both sides, 6 

Corner beads, per ft. lin. 5 

Rase in closets, add 1-3 to do. in rooms. 

Corner beads, extra from plain, add 5 


SHELVES IN STORES. 


Shelves, rough, per ft. lin. 2 

Do. planed 1 side, 3 

Do. do. both sides* 4 

Do. do. both sides and thicknessed, 5 

Do. do. bead on edge and do. (> 

Do. do. let into uprights, 7 

Shelves, astragal or rounded on edge and 

mitred per ft. lin. 8 

Do. over 1 It. lake them superficial at the 
same price. 
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If shelves arc grooved together, add for 

each joint per ft. 1 

Urights gained both sides, charge 2 prices. 

Jlisers and boaters under bottom shelf, per 

ft. lineal, 4 

Counter fronts, boards lengthwise, planed 
1 side and grooved per ft. superficial 
Do. quartered to 8 in. per ft. (j 

Do. quartered to 8 in, per ft. 5 

Do upright, per ft. 1} 

• For every in. narrower, add per ft. 1 

If fronts arc inclined, add per ft. 2 

If ends of do. are circled, charge 3 prices. 

If ends to do. are circled on inclined fronts, 
charge 5 prices. 

Counter fronts framed, flat panel, per ft. sup. 29 
Do, with moulding, 24 

Do. do. and raised, 2i> 

If moulding is wider than 3-4, add as in doors. 

Do. of cherry or walnut, charge 2 prices. 

Do. of oak, 3 prices. 

Legs to counter, rough and halved, per ft. lin. 2 
Do. do. framed, 3 

Do. planed and framed,, 10 

Do. framed beveling, 12 

Plain base to counter fronts, thicknessed, 

per ft. lineal, 8 

Counter top, of pine, 1 in. thick, per ft. tup, 6 
Counter top, thicknessed, per ft. tup. 8 

For every 1-8 thicker than 1 in. add per ft. 1 
For each glue joint in do., add per ft. 2 

If walnut or cherry, charge 2 prices. 

Doors of falls to counters with clamps 
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framed o 

n ends of do e’ch 

1 00 

E o! u. 1 

nut or cherry. ,lc - 

1 50 

1 bulging d. 


25 

Money dm 

wars, each 

75 

D>. ' dr. 

v. i,.i divisions, 

1 00 

Sjt'rlirf! 

rawer, per pair, 

-7i 

Drawers, 1 

. . 

G >•'. sty wa aqd C in. dp«.-p, each 
i 1. (’ : ,| 1 '■ 

1 124 
3 


* . 

m 

jV.v. y i i, : 

: ; e o 1.. 1 i;j ad i per foot, 

2 

' for 

v.s of .irawtrx, bead on ed"e 
eJ, p r ft.'lineal, 

12| 

u$ er 1; fj 

. take . c:u superficial at the smno 


'prico, ai 

i,l add fur grooved joiuls as in 



]' i. wl.ii square edge, per ft. lin. 3 

Dr. vers, G hy 10 inches and under., anil 4 

in. deep, each 50 

J'or every in. deeper, add per drawer, 6 

When fronts of drawers project beyond the 
sides & bottom of drawer, add to the price 
If drawer fronts arc worked out to form 

ogee, charge for that part, extra, per ft. lin. 20 
If walnut or cherry, per ft. lin. 40 

The above drawers are supposed to be do¬ 
vetailed ; if only halved, deduct 1-6. 


CELLAR DOORS AND CHEEKS. 

Cellar doors, from 3 ft. 6 in. to 4 ft. wide, 

single and rough, each 1 50 

Do. planed 1 side 2 00 
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Do. do. bo! 

:'i sides and thleknessed, 

2 50 

Do. double 

id VOtlgh, 

1 75 

Do. do. pla 

■tied one si 1c, 

2 37 

Do. d f . 

do. bp-.'.i si 'e« and quartered, 

8 25 

Limner cell ir ; 

-o *rs, per ; .If, 

1 25 

If cellar d.cr 

, arc in 4 , r.dd 1-4. 


If Ulions i re 

screwed, : ' 1 (dr each ' 

12f 

If lining is - . 

fi ivc I'd*! ■: > rch ft or, 

50 

If . liar 

.. are . .ted on lop side, add 

25 

If do. do.' 

of yellow fi;c, add 1-3. 


Hauling cel! 

v doorr, each 

371 

Checks1 si 

iia, roii. ■, 

] 85 

IB. 

pi.-. J, 

2 ao 

Do. c... 

do. of locusf N oroth- 



cr hard wood, add 1-4. 


MAKTIILS. 


To kitchens, plain cap and Led moulding, 

per ft. supt.fickii, 80 

Ogee brackets to shelf, each 25 

Frieze to Li. ;.: n mantels, 1 in, thick, per 

ft. superficial,. _ 10 

Caps to kitchen mantels, without bed mould, 

per ft. lin. 10 

Cans and bed mould broke on trusses or o- 

ver frieze, per ft. sup. *15 

Do. with moulding on cap, per ft, sup. 40 


If cap and bed mould girt less than 1 foot, 
take them lin. at the same price. 

For each break in cap and bed mould, charge 25 
* For each break in bed mould only, charge 12$ 
If there is frett or plain dental in bed mould 
add per ft. 


20 
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If Roman dental, add 

Each break in the caps and bed moulds, 

Plain trusses, each 
Plain tablets, each 

For opening or reeding tablets, inch thick, add 
For do. do. trusses, 1 in. thick, add 
Plain architrave on grounds, per ft. lineal, 
Add 1 ft. for each break in arehitrave, 

Plain pilasters, per pair, 

Pilasters, opened, reeded or fluted, per pr. 
Do. do. with swelled reeds or 

flutes, per pair, 

Half pilasters, charge 2-3 of whole do. of 
similar kind. 

Plinths to pilasters, plain, each 
Do. with sub-plinth, each 
Do. with do. and moulding, 

Columns to mantels, each 
Fluitingor reeding do., each 
Fluting or-reeding and counter fluted, each 
Plain urns in trusses, each 
All columns are to be prepared for the turn¬ 
er by the carpenter, and put up by the 
carpenter at the above prices. 

Plain plinths to columns, each ' 

Plinth with sub-plinth, eaeh 
Plinth to twin columns, add 1-2. 

Trusses to columns, add 4 to do. on pilasters. 
Fire moulding, per ft. lineal, 

P*nel jambs returned to mantels, flat, with¬ 
out moulding, per foot superficial, 

Panel with moulding 3-4 in. wide, add per ft. 
Panel raised panel, add 


30 

45 

30 

no 

75 

50 

m 

1 50 

2 75 

4 00 


30 

45 

70 

1 50 
1 624 

2 00 
1 00 


50 

624 


35 




2 
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If moulding is wider than 3-4 in., add ai in 
doors. 

Ornamenting mantles with carving, &c. to 
be valued by the measurer. 

Caps to pilasters, moulded, each 70 

Grounds to mantels, small size, 1 124 

Grounds to do, common size, 1 62} 

Grounds to do. large stze, 2 12} 

Plastering grounds, framed, same as othes 
grounds. 

Plastering do. not framed, 1 00 

Plain frieze to mantels, 1} inch thick, per ft* 25 
For every 1-8 thicker up to 2 in. add per 

ft. lineal, 1 

If over 1 ft. wide, take them sup. at the 
same price. 

Frieze, opened, with ogee moulding, or sim¬ 
ilar, add per I t. 30 

Frieze, framed, flat panel, without mould¬ 
ing, per ft. 35 

If raised and moulded, add as in other panel 
work'- 

Plain frieze, blocked out 2 in. thick per ft. lin. 35 
For every 1-8 thicker, add per ft. lin. 1 

Antaes, 2} in. thick and 6 or 7 in. wide per 

pair, 4 00 

For every 1-8 thicker, add per pair, 6} 

Pilasters. 2 in. or 1} thick, plain, per pair. 2 00 
Caps to these pilasters, each 90 

Do. to antae, Doric style, 2 00 

Do. do. Ionic style, best kind, 3 50 

Plinths to the last pilasters, plain, each 45 

Plinths with sub-plintb, each 60 
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Plinths with do, and moulding, 89 

Plinths to antaes, each 75 

Plinths to do. with sub-plinth, 1 00 

Plinths to do. with do. and moulding 1 25 


If frieze is housed into trusses, add 1 foot 
for each housing. 

In counting breaks in cap and bed mould the 
internal as well as external, are to be counted. 

The trusses are supposed to be opened on 
1 side only, if opened on more than one 
side, charge accordingly. 

Rounding corner of caps, plain, each corner, 25 

Rounding do. moulded, each corner, 50 

Housing ends ofantae or pilaster into frieze, 
for each housing, 

COLUMNS. 

Of. pine or poplar, 8 in. diameter, per ft, 


lineal. 25 

I 1 or every inch larger at base, add per ft. 4 

If walnut or cherry is used, add 1-6. 

If columns are glued up by carpenter, charge 
two prices. 

Frieze architrave aud cornice, plain, per It. 

superficial, 37i 

Comic# with frett in bed mould, per ft.. 50 

Cornice with Roman dental, per ft. 55 

Cornice Doric order, 85 

Cornice with cove soffitt, add per ft. 20 


Cornice over columns only, add 1-2 to eim-. 
ilar cornice in rooms. 
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inhere is modillion to cornice, add 1-2. 

Moulded plinth and cornice to pedestal, per 

ft. lineal, 65 

If dental in cornice, add as in other cornices. 
Pedestal to columns, plain, per ft. sup, 37£ 

Pedestal panelled, flat panel with 3-4 mould¬ 
ing, per ft. superficial, 62£ 

Pedestals do. raised, add per ft. 2 

If moulding is wider than 3-4 in. add as in 
inside shutters. 

Plain pedestal part of columns to porches. 

&c. same price as columns. 

Capitals to the above columns priced by the 
measurer. 

Fluting or reeding columns, per ft. sup. 18| 

Counter fluting, add 1-4. 

Antae*, plain, per ft. sup. 80 

Antae* panelled flat, with 3-4 moulding, per 

ft. superficial, 62£ 

Moulded plinth to do., per foot lineal, 65 

Caps to antae, moulded, per ft. 65 

Caps Ionic style, per foot lineal, 1 00 

Caps doric style, 90 

Adu for all mitres as in other cornice*. 


CENTRES. 

Centres for doors or in jambs of chimney, 
or narrow alleys, per loot superficial, 
Covering to do., per loot 
Centres over large alleys, the frame, per ft. 
Covering to do., per foot, 

Centres for vaults, Ste., frame, per foot, 


7 

4} 

b 
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Covcri“g to do., per foot, 2 

Groins to centre*, charge the hipp, measur¬ 
ing it on the curve, per foot lineal, 12} 

Boarding on do. per foot, 4 

Centre* for bridges, from 20 to 30 feet span 

per foot superficial, 8 

Covering to do. per foot, 1} 

Centres above 30 leet and less than 50 feet 

per foot superficial, 6 

Covering to do. per ft. I 


Centres that are elliptical, add 1-4 to the 
price of rims. 

To measure the above centres, multiply the 
perpendicular height by the length of the 
base line, and take 2-3 of ttie quantity for 
the contents. 

Circui ir ceiling, rough per foot superficial 5 

If-circle projects only 3 or 4 ft. add 1-2. 

Charge for the angle, per It. lineal, 121 

CAPPING ON WALLS AND FENCES. 

Capping walls 8 in. thick, covered with 
boards lengthwise, with narrow facia, 
both sides, cap and facia planed one side, 
per ft. lineal, 17} 

Capping crosswise and grooved, per ft. lin. 25 
If quartered to 8 in., add 1-4. 

For every in. narrower than 8 in add per ft. 1 
Capping walls 12 in. thick with boards 
lengthwise, and narrow facia both sides, 
all planed one side, per ft. lineal, 


23 
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}o. crosswise, per ft. 2G 

>o. double pitch, per ft. 3l£ 

*f quartered to 8 in. add 1-4. 

'or every inch narrower than 8 inches add 
per It. 1 

Moulding under side of cap, 1J in. wide per 
foot lineal, 6 

Plank on 8 in. wall, planed 1 side and bev¬ 
eled,-per ft. lineal, 12£ 

Do. on 12 in. wall, per ft. lineal, 16 

Capping on 8 in wall of timber 4 in. thick 

planed and beveled, per ft. lin. 16 

Do. on 12 in. wall, per ft. 20 

Bolts to do. each 25 

If walls are capped with shingles, charge 
2 prices of shingling to houses. 

Rafters to do. per ft. lin. 6 

Facia to do. 4 in. wide per ft. 5 

Capping on fences, of boards_nozed_one side, 

per ft. lineal, 4 

Do. nozed both sides, per ft. 5 

Do. it moulding one side, add per ft. 4 

Do. if do. both sides, add per ft. 8 

Do. of plank, add per ft. 2 

Do. grooved, add per ft. 4 

Putting in spikes, per ft. lin. 6» 

Ramps in caps, worked in solid, each 2 50 

Do. curfed with saw, 1 50 

FENCES. 

Rough of boards per square, 65 

Do. do. jointed, per square, 87$ 
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Do. grooved or beveled, do . 1 75 

Do. do, or do. and planed one sido, 

per square, 2 50 

Do. grooved, aud planed both sides, 3 25 

Do. do. planed and quartered, add 75 

For every in. narrower than 8 in. add per sq. 25 
If any of the above fences are straight joint, 
adu 1-5. • 

If' planed to a thickness, add per square, 50 

If boards are upright and tops pointed add $. 

If boards are upright amd not pointed, add£. 

R ils to fence, rough, psr foot lin. 2 

Do. do. do. framed, 4 

D do. planed all round, add 2 

Do. do. do. and beaded, add 3 

Hewing posts, one side, each 6} 

Hewing do. 2 sides 12$ 

Do do. 4 sides, 25 

Planing posts each side, 4$ 

Digging holes for posts, common size, each 12$ 

Do. do. do. large size, 25 

betting posts, each 12$ 

Gates of rough boards upright, grooved, 
with rails to do. rough and framed, take 
the boards, per ft. sup. 5 

Boards to do. planed one side, per ft sup. 6'i 

Boards planed both sides, 8 

Rails to do. rough and framed, per ft. lin. 5 

Rails, planed all round, per foot lineal, " 7 

If gates are made in 2 folds, add 50 

Hanging gates with strap hinges, 50 

If posts to fences are more tiian 4 ft. above 
ground, for eyery foot longer, add on each 





BOOK OF PRICES 87 

aide hewed, 2 

Add for extra planing in the same manner. 

PALISADE FENCE. 

Palisade fence with straight pointed heads, 

with posts and rails rough, per toot lin. 20 

Do. all planed, and rails framed to posts, 37V 

Do. with Gothic head, 45 

Do. head cut m neat manner, 50 

Do, with fancy head, 60 

Architrave on front, 3 in. wide and beaded, 

per foot lin. 4 

Do. with moulding, 8 

Continued pedestal board, 9 in. wide, with 

plain cap and moulding, per ft. lineal, 9 

For every inch wider, add per foot, 1 

Ramps in fences and gates each 75 

Do. in rails, each 2 25 

Planing posts and rails included in the above 
prices. 

Gates, to do. braced and framed, charge 2 > 

prices of tence. 

Gates in 2 parts, charge extra 1 00 

These fences are supposed to be 4 feet high. 

For eyery 6 in. higher, add per foot lineal, 6| 
Where there are large gates to admit carria¬ 
ges, charge only 1-2 more than fence. 

If palisade fences are raking, add 1-6. 
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BALLUSTRADE FENCES. 


Morticed through two rails, per ft. lineal, 85 
Do. with 3 rails 1 00 

Moulding each rail 1 side, add per foot, 5 

Do. do. both sides, 10 

Ramps in fence, each 75 

Do. in rails, each 2 25 

Planing posts and rails included in the 
above prices. 

For every 6 in. higher than 4 feet add per 

foot lineal, 12 

Pedestal board in 1 panel per foot lineal, 18 

Do, in 2 or more, 23 

Do. moulded, 3-4 inch moulding 1 side, add 4 
Do. raised 1 side, add 2 

Pedestal housed into post, add 1 ft. for each 
housing. 

Gates braced and framed, charge two pri. 
ces of fence. 

Do. double, add extra, 1 00 

Where there are large gates to admit car¬ 
riages, charge only 1-2 more than fence. 

If ballustrade fences are raking, add 1-3. 

If ballusters are put square into rails and 
not diinond, deduct per foot lineal 1-8. 

Square caps to posts, each 38 

Do. do. with blocking on top of do. 60 

Do. do. with plain bed mould, 1 00 

Do. do. with moulding and facia, 1 60 

Do. do, Ionic style, 2 00 

SLAT FENCE. 

Slats, rough per fool lineal, 
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a 

Do. joiuled to a width, 2$ 

Do. planed 1 side, 3 

Do- do. both sides, 4 

Gates in slat fence, charge 2 prices. 

Gates double, charge extra, 75 

Curbs to wells, of 2 thicknesses of boards, 

rough,each 1 25 

Curbs of 3 thicknesses, riveted, each 2 25 

flatters’ planks, each 7 00 

Hurl boards, 3 inch courses, per foot sup. 20 

CISTERNS. 

Reservoirs, containing 53 barrels, 14 inches 

deep, per barrel, 75 

Coolers, &c. containing 45 barrels, per barrel 95 
Under backs and working tuns, containing 

35 barrels, 5 inches deep, per barrel 68 

If any of the above vessels are round, add &. 

Mash tubs, round, containing 35 barrels, 4 

teet deep, per barrel, 75 


Oval vessels, add 1-8 to the price of round. 
If any of the above vessels contain a less 
quantity than here mentioned, add in pro¬ 
portion. 


Stillons, per foot lin. 45 

Cisterns lor water, under ground, contain¬ 
ing 30 barrels or less, per bbl. 47 

Du. over 50 barrels, per barrel, 44 

If do. are made of plank If in. thick, add J. 
Covering to cisterns of rough plank included. 

Neck to cisterns, per foot sup. 12 

Lids to do. hung and battoned, each 5(* 
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Wood frames in pavement to brick cisterns, 

of pine, rough, 4 by 4 or 6 in. per ft. lin. 5 
Do. planed, 10 

Do. of locust, rough, 12 

Do. do. planed, 25 

RACKS AND MANGERS. 

Racks, bars, and rails, rough, per ft. sup. 6 

Do. do. planed, 8 

Do. bars round and rails planed, per ft. 12 

Do. do. and turn on pins, per ft. sup. 15 

Mangers of boards, rough, per foot lin. 10 

Do. planed 1 side 12J 

Do. of plank, add 1-4 

Stalls, framed, with bars into posts, per ft. lin. 5 
Posts to do framed, 7 

If posts or rails are planed, add per ft. 2 

Boarding to stalls, rough, per foot. sup. 3 

Do. grooved, 4 

Do. planed 1 side, 5 

Do. uo. both sides, 6 

Do. grooved into posts, add 1-4. 

Cleats on floor, rough, per foot lin. 2 

Top rail of scantling, grooved, per foot, i) 

If oak or other hard wood is used, add 1-4. 

POSTS AND L1NTALS TO STORE FRONTS 

Posts of pine or poplar, 12 in. square and 
under, rough, framed at top for lintal, per 
foot lineal, 25 

For every inch larger each way. add per ft. 3 
l.tuUls of pine or poplar, rough, 12 inohes 
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square and under, morticed for posts, per 
foot lineal, 40 

For every in. larger each way, add per foot 4 

If oak is used, add 1-4. 

Posts, 12 in. sq. or under, of pine or pop¬ 
lar, framed, and planed all round, per ft. lin. 60 
For each rabbott, 2$ in. deep, add per ft. 5 

If corner rounded or beaded add per ft. 5 

"For every in. posts are larger each way, 

add per foot, 6 

Lintals of pine or poplar, 12 in. sq. and un¬ 
der, planed all round and morticed for 
posts, per foot lineal, 80 

For every in. larger each way, add per ft. 6 

If corner rounded or beaded, add per foot 5 

For each rabbott 2$ in. deep, add per foot, -5 
For every 1-8 deeper in rabbott, add per ft. 2 


If oak pr other hard wood is used, add 1-3. 
If lintal is framed or gained for joist, for 
that part charge as in girder. 

Raising fronts included in the above pfices. 
Tearing out fronts of old frame or brick 


houses not included. 

Iron dowels in posts, $ach 12$ 

Caps to posts, moulded with single moulding 

per foot lineal, 30 

Caps with 2 members, per foot lineal, , 40 

Do. with 2 members and facia, 45 

Caps in Doric or Ionic style, per foot 70 

Posts and lintals are supposed to be sawed, 
if counter hewed, charge as in girders. 

Raising principal roots, large freme houses, 
with heavy timber, and other large buil- 
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dings, charge for the time spent thereat. 
All utensils for raising to be found bv the 
employer. 
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